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Chaosnet is a local network, that is, a system for communication among a group of 
computers located within about 1000 meters of each other. Originally developed by the Artificial' 
intelligence Laboratory as the internal communications medium of the Lisp Machine s>stcm, it 
has since come to be used to link a variety or machine:; aanuul MIT and elsewhere. 

This memo describes both the hardware and the software protocols, ft is in tended to be die 
definitive documentation for Chaosnet. 
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Chaosnct 1 Introduction 



1. IlltnitlliCtiOM 

Chaosnct is a local network, that is, a system for communication among a group of 
computers located within one or two kilometers of each other. The name Chaosnct refers to the 
lack of any centralized control element in this network. 

Chaosnct was originally developed in 1975 by the Artificial Intelligence Laboratory of the 
Massachusetts Institute of Technology as the internal communications medium of the Lisp Machine 
system [C1I1NUAL, AIM444]. It has since come to be used to link a variety of machines around 
the Institute. Chaosnets also exist at several other universities and research laboratories. 

The Lisp Machine system is a multiprocessor in which each active user is assigned a 
"personal" computer consisting of a medium-scale processor, a suitable amount of memory, and a 
swapping disk. Files are stored in a central file-system accessed through Chaosnct. This shared 
fllc-systcm retains the traditional advantages of a time-sharing system, namely inter-user 
communication, shared programs, and centralized backup and maintenance. At the same time, by 
giving each active user his own processor, the Lisp Machine system is much mom capable than a 
time-sharing system at executing Lisp programs several million words in size efficiently and with 
rapid interactive response. Because Chaosnct is taking the place of the file disk in a conventional 
system, it must be fast (both in response and in throughput), it must be reliable (this is the 
reason why there is no centralized control), and it must allow connection of several dozen 
machines. However, it does not need to operate over long distances. Chaosnct is used to access 
other shared rcsouices in addition to the file system; these include printers, tape drives, and one- 
of-a-kind specialized processors and I/O devices. 

The system goals for Chaosnct were primarily simplicity and high, performance. The 
performance is achieved by stalling with a very high speed transmission medium and operating it 
in a simple, low-overhead fashion, rather than by using unusually clever algorithms. Of course 
one has to be careful to avoid algorithms which are so simple that they don't work or waste so 
much of the transmission medium that performance is impacted. Simplicity was important not 
only to improve performance, but because Chaosnct connects a diverse set of machines, and 
hence had to have several implementations all of which require maintenance in proportion to their 
complexity. 

Simplicity of design also aids greatly in maintenance and management of the nepvork itself, 
winch has proven to he a mm -trivial task in a netwoik involving a variety of machines and used 
by a variety of groups, even within the single mst'tulion of MIT. It is important to he able to 
isolate an apparent failure, of the whole network to (he cable or to a paiticuLir host's hardware or 
1 oftware as uapidly as possible. 
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Chaosnct was largely inspired by the pioneering work on local netwoiks at Xerox PARC 
[KTHKRNBT]. 

Chaosnct consists of two parts—the hardware and the software— which, while logically 
separable, were designed for each other. The hardware provides a carrier-sense multiple-access 
structure very similar to the PARC Pthcrnet. Network nodes contend for access to a cable, or 
ether, over which they may transmit packets addressed to other network nodes. The software 
defines higher-level protocols in terms of packets. These protocols can be (and arc) used with 
media other than the Chaosnct cable, and with multiple interconnected cables. The software 
contains ideas borrowed from Pthernet [HTI IITINI'T], TCP [TCP], and Arpanet, with some 
original ideas and modifications. 



Chaosnct 



Hardware Protocol 



2. Hardware Protocol 



2.1 The Ether 

The transmission medium of Chaosnct is called the ctlwr. Physically it is a eoaxial cable, of 
the semi-rigid 1/2 inch low-loss type used for cable TV, with 75-ohm termination at both ends. 
At each network node a cable transceiver is attached to the cubic. A 10 meter flat cable connects 
the transceiver to an interface which is attached to a computer's I/O bus. A network node 
consists of this transceiver and interface and a computer which executes a certain piece of software 
called the Network Control Program (NCP), which manages and controls Chaosnct, in addition to 
whatever application software justifies its existence in the first place. 

One network node at a time may seize the ether and transmit a packet, which arrives at all 
other nodes; each node decides in hardware whether to ignore the packet or to receive it. A 
single ether must be a linear cable; it may not contain branches nor stubs, and the curls may not 
be joined into a circle. The maximum length of an ether cable is about 1 kilometer. This is 
determined by dispersion and by DC attenuation. The maximum number of nodes on a single 
ether is probably a few dozen. This is determined by degradation of the electrical properties of 
the cable by the connectors used to attach the transceivers. 

The maximum length of an ether could be increased by using repealers (bidirectional digital 
amplifiers joining two pieces of cable). In practice this is not done. Instead, the protocol 
provides for multiple ethers, joined together by nodes called hnaoes which relay packets from one 
ether to another. A bridge is typically a pdpll computer with two or more network interfaces 
attached to it. A bridge node usually performs other tasks as well, such as interfacing terminals. 
Bridges attach other network media as well as ethers; some computers connect to the network 
through their manufacturer's high speed computcr-to -computer interface to a nearby blidge, rather 
than being interfaced directly to an ether. Asynchronous lines have also been used as Chaosnct 
media. 

The form of information on the ether, the transceiver and interface hardware, and the 
protocols which control who may seize the ether are described in the following sections. 



2.1 l^ckeis 



I he basic mill of transmission is called a packet. This is a sequence of up to -IOC' data bits, 
plus '18 bits ol' !u\n!c; infcnmition used b\ (he hardware. baefwef bits aie maimlly grouped into 
l'Thil words, 'I he draoon of a tram. milled bit stream into packets provides a eomoauently-si/ed 
unit for m'.iuire alCoimn end mow fortOol. Tlw j->h of Pk hardcore is to d-'ICer a "scket 
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packet to another ether, whence it will eventually reach its final destination. The check word is a 
cyclic redundancy checksum, generated and checked by hardware, which detects errors in 
transmission through the ether, entirely-spurious packets created by noise on the cable, and 
memory errors in the transmitting and receiving packet buffers. 

The software protocol is also based on packets, taking 128 of the data bits as a software 
header. This is described in section 3.5, page 12. 

2.3 The Transceiver 

Everyone who connects to the ether does so through a transceiver, which is a small box 
which mounts directly on the cable via a UHF connector and a T-joint. All nodes use identical 
transceivers (the interface varies depending on what computer it is designed to interlace to). The 
transceiver contains the analog portion of the interface logic, provides ground isolation between 
the ether cable and the computer, and contains some protective circuitry designed to prevent a 
malfunctioning program or interface from continuously jamming the ether. (If it were to be 
redesigned, it ought to contain even more protective circuitry, since there are some possible 
interface failures that can get past the protection and render the ether unusable.) 

The transceiver receives a differential digital signal from the computer interface and impresses 
it onto the cable as a level of about 8 volts for a 1, or volts (open circuit) for a 0, through a 
very fast VMOS power FKT. When the cable is idle it is held at volts by the terminations. 
This simple-minded unipolar scheme is adequate for the medium cable lengths and transmission 
speeds we arc using. The transceiver monitors the cable by comparing it against a reference 
voltage, and returns a differential signal to the interface. In addition, it detects interference 
(another transceiver transmitting at the same time as this one) and informs the interface. 

The transceiver includes indicators (light-emitting diodes) for power OK, transmitted data, 
received data, and interface attempting to jam the ether. A test button simulates an input of 
continuous l's from the interface, which should light all the lights (dimly) if the transceiver is 
working. These indicators and the test button are useful for rapidly tracking down network 
problems. The transceiver requires its own power supply mounted nearby; one power supply can 
service three transceivers if they are all adjacent. High-voltage isolation between the cable and the 
computer is provided by optical isolators within the transceiver. 

2.4 The Interface 

The interlace is typically a wire-wrap board containing about 120 TTI. logic chips, which 
plugs into the I/O bus of a computer and connects it to the ether (through a tiausceivcr.) The 
interface implements the hardware poaocols described in the next section, buffers incoming and 
omgoiug packets, generates and checks checksums, and interrupt:; the host computer when a 
packet is to be read out of (lie lavive packet, buffer or stoicti into the transmit packet buffer. 
These packet buffers shield ihe ieet compalci iVom the. high speed of data tiaiisiiiission on the 
csiblc, instead of having to pusher biis at a high iale, the host can produce them at a lower 
sic, collet th.-m into a p.rkc-l, and then tell the interlace to Oansnut the packet in a single 
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Interfaces currently exist for Lisp machines, for DEC LS1-11 micro-computers, and for the 
DHC Unibus [UNIBUS], which allows Chaosnet to be attached to pdpll's, VAX's, and the 
peripheral processors of most pdplfTs. Programming documentation for this compatible family of 
interfaces appears later in this paper. 

Interfaces for other computers arc likely to exist in the future. The existing interface design 
does not make any unusual special demands of its host computer and should be easily adaptable 
to other architectures. 



2.5 Hardware Protocols 

The purpose of these protocols is to deliver packets intact from one node to another node on 
the same ether, with fairly high probability of success, and to guarantee to give an error 
indication or lose the packet entirely if it is not delivered intact. An additional purpose is to 
provide high performance and not to bog down when subjected to a heavy load. 

Bits are represented on the ether using a technique which is called Upright Biphase NRZI. 
Bach bit cell, which is approximately 250 nanoseconds long, begins with a transition in state, 
from high to low or from low to high. This transition marks the beginning of a bit cell and 
provides self-clocking. 3/4 of the way through the bit cell, the state of the cable is sampled; 
high represents a 1 and low represents a 0. If the bit being represented is the same as the 
previous bit, there will be one transition at the beginning of the bit cell and a second in the 
middle of the bit cell. If the bit being represented is the opposite of the previous bit there will 
be no transition in the middle of the bit cell since the clock transition will have set the cable to 
the desired state. The AC frequency of the signal on the cable varies between 1/2 the bit rate 
and the full bit rate. The information bit- rate is 4 million bits per second. 

The self-clocking feature allows for slight variations in transmission and cable propagation 
speed. However, since the 3/4 of a bit cell delay is a fixed delay, only modest variations in 
speed can be tolerated. A crystal clock is used as the source of the transmit timing in the 
interface. 

Since there is always at least one state-transition per bit cell, the states where the ether 
remains high or low for an appreciable time are available for non-data uses. If the ether remains 
low for more than about two bit cells, it is considered to be not-busy. This condition marks the 
end of a packet and allows someone else to transmit. Note that if no transceivers are active, the 
terminations will hold the ether low. 

If the ether remains high for about two bit cells, this is an "abort signal". Abort signals are 
used for two purposes. If the transceiver detects a collision (two nodes trying (o transmit at the 
same time), each transmitting interface ceases to transmit and sends an abort sign-al (lour bit cells 
long), which tells all receivers to ignore the aborted packet and ensures that the othei transmitter 
also aborts. 'I bus vdien a collision oceans, the eider is cleared as soon as possible to help prevent 
lone, tie-ups under conditions of haa\y load. 'I he other use fur the abort signal is in hardware 
(low-control. When a occivme inteibue unsenue;, thai an incoming packet is addressed to if. 
but its receive huller uhvadv remains a pan!-.*-!, it sends an ahon snmal which causes the 
umc'.iihita to :,!op. this ' ;i us \\ ..• da >i piMj.e,.' m iain :■.•< ii :': ! . eddnuius :h.> |i,i .Mica Hen its 
m«.'-'.<;/e did nul <;U Iha-sC and ps'-^hns (h-a / ih ■: Uo.m |. .••:■;: m-d up eda!- .i tap pudu( is 
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Packets are transmitted over the ether in reverse bit-order, for hardware convenience. The 
three header words, which to the software appear to be at the end of the packet, are transmitted 
first, in the order check, source, destination. The data words, in reverse order, follow. Words 
are transmitted least-significant bit first. Of course, the software need not be aware of this 
reversal; packets arrive at the destination in the same form as they were created by the source. 
At the end of the packet, an extra zero bit is appended to bring the ether ro the low state so 
that an extra spurious clock-transition will not be generated when it goes idle. This bit is stripped 
off by the interface and is never seen by software. 

The check word is used for error detection, as described above. The source word is made 
available to the software, which ignores it in most eases, and also serves to synchronize the clocks 
in the collision-avoidance mechanism which is described below. The destination word is compared 
by each receiver against its own address, if dicy match, or if the destination is zero, or if the 
software selects the "match any destination" mode, the packet is placed in the receive packet 
bulFcr and the host computer is interrupted. The zero destination feature is used for "broadcast" 
messages. Note that a receiver whose packet buffer is full will only generate an abort signal if the 
packet was specifically addressed to it. 

2.6 Ether Contention 

Chaosnet has no centralized control element; when a network node has a message to transmit, 
its interface seizes the ether and transmits a packet. The time when it seizes the ether is 
determined only by state inside that particular interface and by the local state of the cable at the 
point where that interface's transceiver is attached. 

If two interfaces should decide to seize the ether and transmit at the same time, their 
transmissions will interfere and no useful information will be transmitted. This is called a 
collision. Collisions arc the principal limitation on the bandwidth of a heavily-loaded ether-type 
network, and should be avoided. (However, neither PARC's network nor MIT's network has yet 
been operated with a heavy enough load to make collisions really significant.) 



Chaosnet uses a novel collision avoidance technique, first of all, an interface will never 
initiate transmission unless the eiher is seen to be not busy, i.e. it has been in the low state for 
some time. This ensures that collisions can only occur near the beginning of a packet. Once 
transmission of a packet has gotten well started, the ether is effectively "seized" (all interfaces 
realize that it is busy) and transmission will continue successfully through to the end of the 
packet. The amount of ether transmission time wasted by a collided packet is therefore limited to 
the round-trip cable propagation delay. ' This technique is .ailed carrier sense. 

Secondly, the hardware uses a time-division technique to attempt to prevent two interfaces 
from initiating transmission at ihe same: lime. This technique should prevent cssrnlinlly all 
collisions ciiiie imposing only a modest delay in (lie initiation of transmission. It is designed so 
that it vvoiks better as the load on the oilier increases; the wasted lime heovcen packets and Ihe 
relative raie of collisions both deciease. 

The basic idea is ibai cash imcihice is as isned a time slot, or //ow, acconjine a: its address. 
f m.v. -inly inutile esnomssia: dmine its imp. 'Ihe loins ; .ie sp ; -. d i o ■ nomsh .^so \\, a }\ 



auain 



!Oi I Oil!:! 'I O ■<}, }\ 

■ a;h..\,d;;rK id/ 



Chaosnct 7 Kthcr Contention 



Bach packet synchronizes the counters in all of the interfaces by setting them from the source 
address of that packet; at the time the packet was transmitted, it must have been the turn of the 
interface that transmitted it. 

Another way to think of this is to make an analogy with ring networks. One can imagine a 
virtual token which passes down the cable until it gets to the end, then jumps to the beginning of 
the cable and repeats. An interface may only initiate transmission at the instant the token passes 
by it. When an interface transmits, the token stops moving and remains at that interface until the 
end of the packet, whereupon it continues down the cable, passing every other interface, giving 
them each a chance to transmit before letting the first interface transmit a second packet. 

The token is not represented by any physical transmission on the cable. That would constitute 
a form of centralized control, and would lead to reliability problems if the token was lost or 
duplicated. Instead, every interface contains a time-slot counter which keeps track of where the 
token is thought to be. Every time a packet is transmitted these counters are brought up-to-date. 
The token cannot be lost because a counter by its nature eventually returns to all previous states. 
ft does not matter if the token is duplicated (i.e. the counters lose synchronization) occasionally, 
since this will only cause collisions, which wc know how to detect and deal with, and since the 
first successful transmission will resynchronize all counters. The basic mechanism of the ether 
network with contention and collisions is known to work, and the collision-avoidance scheme is an 
added-on optimization which improves performance without changing the basic mechanism. 

There is a finite propagation delay time between interfaces, and this time is not smalt 
compared with the bit-rate of Chaosnct, nor when compared with the desirable length of a time 
slot. This time consists of the delay in the cable, about 5 nanoseconds per meter, and the delay 
through the two transceivers, about 220 nanoseconds. This propagation delay means that the time- 
slot counters in two different interfaces cannot be exactly synchronized, and that when interface A 
initiates transmission interface \\ will not instantaneously see that the ether is busy. Special 
relativity tells us that in fact the concept "exactly synchronized" is meaningless. Since the two 
time-slot counters arc not in the same place, the only way we can compare them is to send a 
message from one to the other, through the ether, containing the reading of the counter. But this 
message takes non-zero time to get there, so the counter-reading it contains is wrong by the time 
it is compared against the other counter! Wo in fact do send messages containing counter 
readings; the source address in a packet equals the reading of the time-slot counter in the 

interface that sent it at the time it was sent. Since trie network nodes are not in relative motion, 

we can measure the distance between them and use that information to improve their 
synchronization. 

What wc arc trying to do is to prevent collisions. This means that if interface A starts 
transmitting a packet in its iurn, then by the time iiiterfa.ee B thinks that its own turn has arrived, 
it must perceive the ether as busy. We will asAgu addresses (and hence time slots) and set the 
length of a time slot in such a way licit this will happen. Suppose the maximum delay through 
the ether between A am! !> is /, 'Ibis would be the delay for one of (hem sending, a packet to 
the other; the delay between A's rcceipi of a third parly's pa; let and BA receipt of dial packet is 
Is;, especially if the third nasty is between A and !!■ on the cable. Then the maximum perceived 
difference bciv.eeri a c|<;cf at A and a c!ih, k at 11 is A; ii a eessaee is sent hem B to A 
v. aa hroai/irc' the cloi ks ;i>\\\ then a message i,, suU from A m V> ciimainine A's cl<. ( k ! e n line, at 
B iliis e!o< I ic <diri". \. if {>■• slow by .'/. 



is .1! i| v J ,;! 



ether Contention 8 Chaosnet 



When a packet transmitted by A arrives at B, IVs clock may read as much as 2t earlier or 
later than A's turn, depending on the transmission direction of the last synchronizing message. In 
order to guarantee that B's turn has not yet happened, the time between any of A's turns and 
any of lVs turns must always be at least 2t, twice the maximum propagation delay through the 
ether between A and B. This is the important idea! We cause this to be true by assigning 
addresses starting at one end of the cable; each node's address is the previous node's address plus 
twice the propagation delay between them, divided by the length of a turn. It is easy to see Uiat 
if this is done for all adjacent pairs, the condition will automatically be true for non-adjacent 
pairs as well. When we get to the end of the cable, we must assign a number of empty slots 
equal to twice the propagation delay of the full length of cable, to provide the necessary 
separation between the turns of the two nodes at the ends of the cable. 

The virtual token travels through the network at a substantially slower speed than a real signal 
such as a packet; in the fastest case, when nodes are very far apart, it travels at just half the 
speed of a real signal. Since a Chaosnet ether has the geometry of a line, as compared to the 
ring net's circle, the virtual token is also slowed down by the need to return from the end of the 
cable to the beginning. This slower speed of the token is the price one pays for the increased 
robustness of Chaosnet as compared with a ring network. In a real system, we slow the token 
down even more to provide a margin of safety. The speed of the network is not significantly 
affected by the slow token, since the interval between packet transmissions by a single node is 
much longer than the round-trip time of the token. Indeed, if the network is being used 
primarily for file transfer, and hence the packets are large, the transmission time alone for a 
typical packet is several times the round-trip time of the token. A typical value for the token's 
round-trip time is 64 microseconds. 

In spite of all this, sometimes collisions will occur anyway. If the cable has been idle for a 
long time, the various clocks will have lost synchronization. If a source address is corrupted by a 
transmission error, any interface that sees that source address will set its clock to an incorrect 
value. Sometimes a packet will collide with random noise rather than another legitimate packet. 
In addition, the transmitter docs not distinguish receiver-busy aborts from real collisions. 

When a collision docs occur, we recover from it (in software) by retransmitting the packet 
again a couple of times, hoping that we will be lucky enough not to have another collision, or 
that the receiver will soon clear its packet buffer. This retransmission is done by the software, not 
the hardware, since the hardware destroys the packet in its packet buffer in the process of 
transmitting it. Hut if collision:, continue to occur, we give up and let somebody else have the 
ether. The packet is lost. A higher level of protocol will soon realize thai it has been lost and 
retransmit it. We assume that there is enough randomness in the higher-level software that the 
two nodes which originally collided will not collide again on the retransmission by deciding to 
retransmit at precisely the same instant. 
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3. Software Protocol-World View 

The purpose. of the basic software protocol of Chaosnct is to allow high-speed communication 
among processes on different machines, with no undetected transmission errors. The speed for fde 
transfers in real-life circumstances was to be comparable with an inexpensive magnetic tope drive 
(30000 characters per second, or about 10 times the speed of the Arpanet). We actually get about 
double this in some favorable cases. To achieve this speed it was important to design out 
bottlenecks such as are found in the Arpanet, for instance die control-link which is shared 
between multiple connections and the need to acknowledge each message before the next message 
can be sent. The protocol must be simple, for the sake of reliability and to allow its use by 
modest computer systems. A full Chaosnct Network Control Program is just about half the size 
of an Arpanet NCP on the same machine, and the protocol allows low-performance 
implementations to omit some features. A minimal implementation exists for a single-chip 
microcomputer. 

3.1. Connections 

The principal service provided by Chaosnct is a connection between two user processes. This 
is a full-duplex reliable packet-transmission channel. The network undertakes never to garble, 
lose, duplicate, or resequence the packets; in the event of a serious error it may break the 
connection off entirely, informing both user processes. User programs may cither deal in terms of 
packets, or ignore packet boundaries and treat the connection as two uni-directional streams of 8- 
bit or 16-bit bytes. 

On top of the connection facility "user" programs build other facilities, such as file access, 
interactive terminal connections, and data in other byte sizes, such as 36 bits. The meaning of 
the packets or bytes transmitted through a connection is defined by the particular higher- level 
protocol in use. 

In addition to reliable communication, the protocol provides flow control, includes a way by 
which prospective communicants may get in touch with each other (called contacting or 
rendezvous), and provides various network maintenance and housekeeping facilities. These are 
discussed later. 



3.2 Contact Names 

When first establishing a connection, it is necessary for the two communicating processes to 
contact each other. In addition, in the usual user/server situation, the server process does not 
exist beforehand and nmls to be created and made to exectite the appropriate program. 

We chose to implement contacting in an asymmetric way. (Once the connection has been 
established everything is completely symmetric.) One process is designated die user, and the oilier 
is designated the server. 1'he server has some contact name to which it listens. The user process 
lequosis its local operating, system to connect it to the s.sver. spociiying the network node and 
contact name oi the sen. as The local operating system sends a message (a A'a/z/cy' for 
( V)//;/,- ( //,;/() m ih;' icoioio , i, s'M ! 1 1 !! ' sysem, vlmh v\ame-s \hr (oolsr! name ami creates a 
'- oiiusrijon to a lecM'so piu;.v-s, civ.i.m:-, a mv- s.n ■■,<:; poos .md cMoevr. to ig oi ivg'i is the 
ic'iuesl. 
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Automatically discovering to which host to connect in order to obtain a particular service is a 
subject for higher-level protocols and for further research. It is not dealt with by Chaosnct. 

Once a connection has been established, there is no more need for the contact name and it is 
discarded. Indeed, often the contact name is simply the name of a service (such as "TELNET") 
and several users should be able to have simultaneous connections to separate instances of that 
service, so contact names must be reusable. 

In the case where two existing processes that already know about each other want to establish 
a connection, we arbitrarily designate one as the listener (server) and the other as the requester 
(user). The listener somehow generates a "unique" contact name, somehow communicates it to 
the requester, and listens for it. The requester requests to connect to that contact name and the 
connection is established. In the most common case of establishing a second connection between 
two processes which are already connected, the index number (see below) of the first connection 
can serve as a unique contact name. 

Contact names arc restricted to strings of upper-case letters, numbers, and ASCII punctuation. 
The maximum length of a contact name is limited only by the packet size, although on ITS hosts 
the names of automatically-started servers are limited by the file-system to six characters. 

See page 21 for complete details of how to establish a connection. 

3.3 Addresses and Indices 

Kach node (or host) on the network is identified by an address, which is a 16-bit number. 
These addresses are used in the routing of packets. There is a tabic (the system hosts tabic, 
SYSBIN;H0STS2, in the case of ITS) which relates symbolic host names to numeric host 
addresses. 

An address consists of two fields. The most-significant 8 bits identify a subnet, and the least- 
significant 8 bits identify a host within that subnet. Both fields must be non-zero. A subnet 
corresponds to a single transmission path. Some subnets are physical Chaosnct cables (ethers), 
while others arc other media, for instance an interface between a pclplO and a pdpll. The 
significance of subnets will become clear when routing is discussed (sec section 3.7, page 13). 

When a host is connected to an ether, the host's hardware address on that ether is the same 
as its software address, including the subnet field. 

A connection is specified by the names of its two ends. Such a name consists of a 16-bit host 
address and a 16-bit connection index, which is assigned by that host, as the name of the entity 
inside the host which owns the connection. The only requirements placed by the protocol on 
indices are that they be non-zero and that they be unique within a particular host; thai is, a host 
may not assign die same index number to two different connections unless cnouph time has 
elapsed between (he closing of the first, conneaion and the opening of the second connection that 
confusion between the two is unlikely. 

Typically the least sipnilieani a hits of an index are used a i - a snlwarpi into ihc ; p.-; nine 
s> .!c:n s !;;h!,; and the most- aaiiieain ore h'a's sc noisnn and <;.■.. h tiaa ,i i.iiT- sfs is o. used, 
to provide mnqneue-.s. ! !]<• teidvi of i!i' ; qi!l/nip, hi!-, nmsi he sella ran!* iaoas ee.;np. ( r.\i c> the 
ra!<: ai ehieh nanieclion-is.hla idols aw icuod, thai i| e-.. o comr < .lions haw iha aano safe a 
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packet from the old connection cannot sit around in the network (e.g. in buffers inside hosts or 
bridges) long enough to be seen as belonging to the new connection. 

It is important to note that packets are not sent between hosts (physical computers). They arc 
sent between user processes; more exactly, between channels attached to user processes. Each 
channel has a 32-bit identification, which is divided into subnet, host, index, and uniquization 
fields. From the point of a view of a user process using the network, the Network Control 
Program section of his host's operating system is part of the network, and the multiplexing and 
demultiplexing it performs is no different from the routing performed by other parts of the 
network. It makes no difference whether two communicating processes run in the same host or in 
different hosts. 

Certain control packets, however, arc sent between hosts rather than users. This is visible to 
users when opening a connection; a contact name is only valid with respect to a particular host. 
This is a compromise in the design of Chaosnet, which was made so that an operational system 
could be built without first solving the research and engineering problems associated with making 
a diverse set of hosts into a uniform, one-level name space. 

3.4 Packet Numbers 

There arc two kinds of packets, controlled and uncontrolled. Controlled packets are subject to 
error-control and flow-control protocols, described below (see section 3.8, page 16), which 
guarantee that each controlled packet is delivered to its destination exactly once, that the 
controlled packets belonging to a single connection arc delivered in the same order they were sent, 
and that a slow receiver is not overwhelmed with packets from a fast sender. Uncontrolled 
packets arc simply transmitted; they will usually but not always arrive at their destination exactly 
once. The protocol for using them must take this into account. 

Hach controlled packet is identified by an unsigned 16-bit packet number. Successive packets 
are identified by sequential numbers, with wrap-around from all l's to all O's. When a connection 
is first opened, each end numbers its first controlled packet (kPC or OPN) however it likes, and 
that sets the numbering for all following packets. 

Packet numbers should be compared modulo 65536 (2 to the 16th), to ensure correct handling 
of wrap-around cases. On a pdpll, use the instructions 
CMP A,B 
BM1 A_is_'less 
Do not use the BLT or RLO instruction. On a pdplO. use the instructions 
SUB A,B 
TI«NE A, 100000 
J RSI A„_is.Jess 
Do not use (he CAMCT instruction. On a Lisp machine, use the code 
(1! (BIT IF 5 1 //o 100000 ( A B)) 
</\ io ioss>) 
Do not use ihe I L!iSI' (ur <} fimelion. 
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3.5 Packets 

A packet consists of a header, which is 8 16-bit words, and zero or more 8-bit or 16-bit bytes 
of accompanying data. In addition there are three words put on by the hardware, described 
earlier in this paper. 

The following are the 8 header words: 

Operation The most- significant 8 bits of this word arc the Opcode of the packet, a 

number which tells what the packet means. The 128 opcodes with high-order 

bit are for the use of the network itself. The 128 opcodes with high-order 

bit 1 arc for use by users. The various opcodes are described in chapter 4, 
page 20. 

The least-significant 8 bits of this word are reserved for future use, and must 
be zero. 

Count The most-significant 4 bits of this word arc the forwarding count, which tells 

how many times this packet has been forwarded by bridges. Its use is 
explained in the Routing section. 

The least-significant 12 bits of this word are the data byte count, which tells 
the number of 8-bit bytes of data in the packet. The minimum value is and 
the maximum value is 488. Note that die count is in 8-bit bytes even if the 
data are regarded as 16-bit bytes. 

Destination Address 

This word contains the network address of the destination host to which this 
packet should be sent. 

Destination Index This word contains the connection index at the destination host of -the 
connection to which this packet belongs, or if this packet docs not belong to 
any connection. 

Source Address This word contains the network address of the source host which originated this 
packet. 

Source Index This word contains the connection index at the source host of the connection 

to which this packet belongs, or if this packet docs not belong to any 
connection. 

Packet Number If !his is a controlled packet, this word contains its identifying number. 

Acknowledgement The use of this word is described in section 3.8, page 16. 
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3.6 Data Formats 

Data transmitted through Chaosnct generally follow Lisp Machine standards. Bits and bytes 
arc numbered from right to left, or least-significant to most-significant. The first 8-bit byte in a 
16-bit word is the one in the arithmetically least-significant position. The first- 16-bit word in a 
32-bit double-word is the one in the arithmetically least-significant position. 

The character set used is dictated by the higher-level protocol in use. Telnet and Supdup, for 
example, each specifies its own ASCII-based character set. The "default" character set—used for 
new protocols and for text that appears in the basic Chaosnct protocol, such as contact names — is 
die Lisp Machine character set [CHINUAL]. This is basically ASCII, augmented with additional 
printing characters and a different set of format-effector (or "control") characters. 

Because the rules for bit numbering conflict with the native bytc-ordcring in pdplOs, and 
because it is quite expensive to rearrange the bytes using the pdplO instruction set, pdplls which 
act as front-ends for pdplOs must reformat packets passing through them, and pdplOs interfaced 
directly to the network must have interfaces capable of rearranging the bytes. This requires that 
the network protocols explicitly specify which portions of each type of packet are 8- bit bytes and 
which are 1.6-bit bytes. In general the header is 16-bit bytes and the data field is 8-bit bytes, but 
certain packet types (OPN, STS, RUT, and opcodes 300 through 377) have 16-bit bytes in the 
data field. Use of 32-bit data is rare, so no provision is made for putting 32-bit data into die 
standard format for pdplOs. On our current network pdplOs are the only hosts which require this 
packet reformatting assistance, because most modern computers number their bits and bytes from 
least-significant to most-significant. 

The effect of this is that user programs that use the Chaosnct always sec the data in a packet 
and its header in the native form of the machine they arc running on, and the necessary 
conversions are automatically applied by the network. This statement applies to the order of bits 
and bytes within a word, but not to the character set (when packets contain textual data) which is 
dictated by protocols. 

Unlike some other network protocols, Chaosnct does not use any software checksumming. 
Because of the diversity of hosts with dilFcrcnt architectures attached to the Chaosnct, it is 
impossible to devise a checksumming algorithm which can be executed compatibly and efficiently 
on all hosts. Instead, Chaosnct relies on error-checking hardware in the network interfaces, and 
assumes that other sources of packet damage that checksums could detect, such as software bugs 
in a Network Control Program, either do not occur or will produce symptoms so obvious that 
they will be detected and fixed immediately. 

3.7 Routing 

Routing consists of deciding how to deliver a packet to the network node specified by the 
destination address field of the packet. Having reached that node, the packet am trivially be 
delivered to the destination user process via the destination index. In general routing may be a 
multi-step process involving transmission through sevcml subnets, since dene may not be a direct 
h'irdware connection between the somen .md the destination. Mole linti the routing decision is 
cn;le senammL for cash pneimt, v./iih no od'civiuc to ih- concept oi' connection'';. 
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Any host that is connected to more than one subnet acts as a bridge and forwards packets 
from one subnet to another when necessary. There could also be hardware bridges which are not 
hosts, although we have not yet designed any such device. Since routing does not depend on 
connections, a bridge is a very simple device (or program) which does not need much state. This 
makes the bridge function inexpensive to piggyback onto a computer which is also performing 
other functions, and makes reliable bridge software easy to implement. 

The difference between a bridge and a gateway, in our terminology, is that a bridge forwards 
packets from one sub-Chaosnct to another, without modifying the packets or understanding them 
other than to look at the destination address and increment the forwarding count, and does not 
deal with connections nor with flow control, while a gateway interconnects two networks with 
differing protocols and must understand and translate the information passing through it. 
Gateways may also have to deal with flow and error control because they connect networks with 
slow or differing speeds. Bridges arc suitable for local networks while gateways arc suitable for 
long-distance networks and for connecting networks not produced by the same organization. 

To prevent routing loops, each packet contains a forwarding-count field. Each bridge that 
forwards the packet increments this count; if the count reaches its maximum value the packet is 
discarded. The error-control protocol will recover discarded packets, or decide that no viable 
connection can be established between the two hosts. 

The implementation of routing in an operating system is as follows, given a packet to be 
routed, which may have come in from the network or may have been originated by the local 
host. First, check the packet's destination address. If it is this host, receive the packet. 
Otherwise, increment the forwarding count and discard the packet if it has been forwarded too 
many times. If the destination is some other host on a subnet to which this host is directly 
connected, transmit the packet on that subnet; the destination host should receive it. If the 
destination is a host on a subnet of which this host has no knowledge, look up the subnet in the 
host's routing table to find the best bridge to that subnet, and transmit the packet to that bridge. 

Fach host has a routing table, indexed by subnet number, which tells how to get packets to 
hosts on that subnet. Fach entry contains: (exact details may vary depending on implementation) 

Type The type of connection between the host and this subnet. This can be one of 

Direct, Bridge, or Fixed Bridge. Direct means a physical connection such as a 
Chaosnet interface. Bridge means an indirect connection, via a packet-forwarding 
bridge. Which bridge is best to use is to be discovered by this routing 
mechanism. Fixed Bridge is the same except that the automatic mechanism is not 
to change which bridge is used. This is useful to set up explicit routing for 
purposes such as network debugging. 

Address Identifies the connection to this subnet in a way which depends on the type. For 

a direct connection. Ibis identifies the piece of hardware which implements the 
connection. (It might be a Unibus address.) For a Icidge or a fixed bridge, this 
is the network address of the bridge. 

Coy/ A measure of the cost of sending a packet ihiough this route. Costs are used to 

sekci the best route from among nlennatives in a way described below. For a 
direct eoujic.-.ikni. (lie coot is If) (Fr ;i dirci ! interface bf'.wccn t\so rumjHitn--; F\W 
C tw--.it > [WjdO .:•■;>] lis i i < m ; I -and pd|-li), ii Cr ,i ( h;.oMa I ether e,,e!e 'Nl for 
1 'low mcdM'iii sueh as an n\\ nehrenous line, <le. For a hi Idee or a lived hridwe, 
de- co-:i is !p'.;:-'.fied by the bridir in a FUf p- ; < Ua (iieoiFd below). 
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The routing table is initialized with the number of a more or less arbitrary existent host and a 
high cost, for each subnet to which the host is not directly connected. Until the correct bridge is 
discovered (which normally happens within a minute of coming up), packets for that subnet will 
be bounced off of that arbitrary host, which probably knows the right bridge to forward them to. 

The cost for subnets accessed via bridges is increased by 1 every 4 seconds, thus typically 
doubling after a minute. When the cost reaches a "high" value, it sticks there, preventing 
problems with arithmetic overflow. The purpose of die increasing cost is to discount the value of 
old information. The cost for subnets accessed via direct connections and fixed bridges does not 
increase. 

Every 15 seconds, a bridge advertises its presence by broadcasting a routing (RUT) packet on 
each subnet to which it is directly connected. Each host on that subnet receives the RUT packet 
and uses it to update its routing table. If the host's routing table says to access a certain subnet 
via bridges, and the RUT packet says that this is the best bridge to that subnet, the routing table 
is updated to say that this bridge should be used. 

Note that it is important that the rate at which the costs increase with time be slow enough 
that it takes more than twice the broadcast interval to increase the cost of one hop to be more 
than die cost of two hops. Otherwise the routing algorithm is not well-behaved. Suppose subnet 
A has two bridges (« and fi) on it, and bridge a is connected to subnet B but bridge fi is not (it 
goes to some other irrelevant subnet). Then if the costs increase too fast and bridges a and fi do 
not broadcast their RUT packets exactly simultaneously, sometimes packets for subnet B may be 
sent to bridge fi because its cost appears lower. Bridge ft will then send them to bridge a, where 
they should have gone directly. In more complicated situations packets can go around in a circle 
some of the time. 

The source address of a RUT packet must be the hardware address of the bridge on the 
particular subnet on which the packet is broadcast. The destination address of a RUT packet 
must be zero; RUT packets are not forwarded onto other subnets. The byte count of a RUT 
packet is a multiple of 4 and the packet contains up to 122 pairs of 16-bit words: 

word 1 'the subnet number of a subnet which this bridge can get to, directly or 

indirectly, right-adjusted. 

word 2 The cost of sending to that subnet via this bridge. This is the current cost from 

the bridge's routing table, plus the cost for the subnet on which the routing 
packet is being broadcast. Adding the subnet cost eliminates loops, and prefers 
one-hop paths over two-hop paths. 

When a host receives a RUT packet, it processes each 2- word entry by comparing the cost for 
that subnet against its current cost; if it is less or equal the cost and the address of the biidge 
arc entered inio the routing table, provided that that subnets routing table entry is not of the 
Direct or taxed Bridge type. 

When there are multiple equivalent bridges, the traliic is spread among them only by virtue 
of their RUT packets being, sent ai diifereut tim< ■.•;.. so that sometimes one bridge lus the lower 
co:t. and sometimes the other. If this isn't adequate, hosts could have baiiier i railing tables 
v-aiieh remombei mi wo linn una poetic ionm and ire diem asruidine io then edai\e uo!s, hi J 
■ o !at this has no: in-, mi inevsaey ,m,:e dv ma •.-. o;!. tea!ie i< aei : a In, at as t.c saturate aav me- 
brideo. 



: it)/ 



Flow and Error Control 16 Chaosnet 



The design of this routing scheme is predicated on the assumption that the network geometry 
is simple, there are few multiple paths, and the length of any path is quite short. This makes 
more sophisticated schemes unnecessary. 

An important feature of this routing scheme is that the size of the table is proportional -to the 
number of subnets, not to the number of hosts. Thus it docs not take up an inordinate amount 
of memory in a small computer, and no complicated dynamic allocation schemes arc required. 

In the case of a pdplO which accesses the Chaosnet through a front-end pdpll, we define the 
interface between the two computers to be a subnet, and regard the pdpll as a bridge which 
forwards packets between the network and the pdplO. This gives the pdplO and the pdpll 
separate addresses so that we can choose to talk to either one, even though they are part of the 
same computer system. This is occasionally useful for maintenance purposes. It becomes more 
useful when the front-end pdpll has peripherals which arc to be accessed through the Chaosnet, 
since they can simply look like hosts on that pdpll's private subnet. 

In the case of a host which is attached to more than one subnet, it is undesirable for the host 
to have more than one address, since this would complicate user programs which use addresses. 
Instead, one of the host's network attachments is designated as primary, and that address is used 
as the host's single address. The other attachments are regarded as bridges which can forward to 
that host. Sometimes, we simplify the routing by inventing a new subnet which contains only that 
host and has no physical realization. The host's address is an address on that fake subnet. All of 
the host's network attachments are regarded as bridges which know how to forward packets to that 
subnet. 

The JTS host table allows a host to have multiple addresses on multiple networks, but when 
you ask for the address of a certain host on a certain network you only get back the primary 
address. All packets coming from that host have that as their source address. 

3.8 Flow ami Error Control 

The Network Control Programs (NCPs) conspire to ensure that data packets arc sent from 
user to user with no garbling, duplications, omissions, or changes of order. Secondarily, the 
NCPs attempt to achieve a maximum rate of flow of data, and a minimum of overhead and 
retransmission. 

The fundamental basis of flow-control and error-control in Chaosnet is retransmission. Packets 
which are damaged in transmission, which won't fit in bulfcrs, which arc duplicated or out-of- 
sequence, or which otherwise are embarrassing are simply discarded. Packets arc periodically 
retransmitted until an indication that they have been successfully received is returned. This 
retransmission is end-to-cml; any intermediate bridges do not participate in flow-control and error- 
control, and hence are lice to discard any packets they wish. 

There are actually two kinds of packets, contraHvd and wwontivllcil. Controlled packets are 
r«/[r;in>;!ni!i.\l :>nd delivered relmbly; most packets, including all packets need by the user (except 
for UNC packets)., ;uo of this type. Uncontrolled pa* has arc not o transmitted; dlcse are used 
for ccrCiiu lowcpf-ud pinrlimr-; o\' (he pioioeol i mcli as the impUmc-m.aioi) of How and eiror 
ei>iiirii| The ip.aee of ihf.-,«; jspfsis is designed \o ids! Uicv ne< d m.i lw d iive.wd n.iiibiv. 
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Retransmission of a packet continues until stopped by a signal from the receiver to the sender 
called a receipt. A receipt contains a packet number, and indicates that all controlled packets with 
a packet number less than or equal (modulo 65536) to that number have been successfully 
received, and therefore need not be retransmitted any more. A receipt does not indicate that 
these packets have been processed by the destination user process; it simply indicates that they 
have successfully arrived in the destination host, and arc guaranteed to be there when the user 
process asks for them. 

There is another signal from the receiver to the sender, called an acknowledgement. An 
acknowledgement also contains a packet number, and indicates that all controlled packets with a 
packet number less than or equal (modulo 65536) to that number have been read by the 
destination user process. This is used to implement flow-control. Note that acknowledgement of a 
packet implies receipt of that packet. In fact, if die receiving process docs not fall behind, 
explicit receipts need not be sent, because die receiving host will not have to buffer any packets, 
but will acknowledge them as soon as they arrive. 

The purpose of flow-control is to match the speeds of the sending and receiving processes. 
The extremes to be avoided are, on the one hand, too small a "buffer size" causing the data 
transmission rate to be slower than it could be, and on die other hand, large numbers of packets 
piling up in the network because the sender is sending faster than the receiver is receiving. It is 
also necessary to be aware diat receipts and acknowledgements must be transmitted through the 
network, and hence have an associated cost. 

Chaosnet flow-control operates by controlling the number of packets "in the network". These 
arc packets which have been emitted by the sending user process, but have not been 
acknowledged. We define a window into the set of packet numbers. The beginning of this 
window is the first packet number which has not been acknowledged, and die width of the 
window is a fixed number established when the connection is opened. The sending process is 
only allowed to emit packets whose packet numbers lie within the window. Once it has emitted 
all of the packets in the window, the window is said to be full. Thus, the size of the window is 
the "buffer size" for the connection, and is the maximum number of packets that may need to be 
buffered inside an NCF (sending or receiving). Acknowledgements move the window, making it 
not full, and allowing (he sending process to emit additional packets. 

We do not receipt and acknowledge every single controlled packet that is transmitted through 
a connection, since that would double or triple the number of packets sent through the network 
to move a given amount of data. Instead we batch the receipts and acknowledgements. But if 
acknowledgements are not sent sufficiently often, the data will not flow smoothly, because the 
window will often appear full to the sender when it is not. If receipts are not sent sufficiently 
often, there will be unnecessary retransmissions. 

Whenever a packet is sent through a connection, an acknowledgement for the reverse 
direction of that connection is "piggy-backed" onto it, using the Acknowledgement field in the 
packet header. For interactive applications, where there is much trallic in both directions, this 
provides all the necessary acknowledgement and receipting with no need to send any ckum packets 
through the network. 

When ibis docs not :.nuiiv, NTS (M.'.tui) pack"!a ■■•■}■■■■ e^ncrated to '.airy receipt and 
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packet carries separate receipt and acknowledgement packet numbers. 

When a user process reads a packet from the network, if the number of packets which should 
have been acknowledged but have not been is more than 1/3 the window size, an STS is 
generated to acknowledge diem. Thus the preferred batch size for acknowledgement is 1/3 the 
window size. The advantage of this size is that if one STS is lost, another will be generated 
before the window fills up (at the 2/3 point). 

When a packet is received with die same packet number as one which has already been 
successfully received, this is evidence of unnecessary retransmission, and an STS is generated to 
carry a receipt back to die sender. If this STS is lost, the next retransmission will stimulate 
another one. Thus receipts arc normally implied by acknowledgements, and only sent separately 
when dicrc is evidence of unnecessary retransmission. 

Retransmission consists of sending all unreceipted controlled packets, except those that were 
last sent very recently (within 1/30'th of a second in ITS.) Retransmission occurs every 1/2 
second. This interval is somewhat arbitrary, but should be close to the response time of die 
systems involved. Retransmission also occurs in response to an STS packet, so that a receiver 
may cause a faster rctranmission rate than twice a second if it so desires. This should never cause 
useless retransmission, since STS carries a receipt, and very-recently-transmitted packets, which 
might still be in transit through die network, arc not retransmitted. 

Another operation is probing, which consists of sending a SNS packet, in the hope of 
eliciting either an STS or a LOS, depending on whether the other side believes the connection 
exists. Probing is used periodically as a way of testing that die connection is still open, and also 
serves as a way to get STS packets retransmitted as a hedge against the loss of an 
acknowledgement, which could otherwise stymie the connection. SNS packets are uncontrolled. 

We probe every five seconds on connections which have unacknowledged packets outstanding 
(a non-empty window) and on connections which have not received any packets (neither data nor 
control) for one minute. If a connection receives no packets for 1 1/2 minutes, this means that at 
least 5 probes have been ignored, and the connection is declared to be broken; either the remote 
host is down or dicrc is no viable path through die network between the two hosts. 

The receiver can generate "spontaneous" STS's, to stimulate retransmission and keep things 
moving on fast devices with insufficient buffering for 1/2 second worth of packets. This provides 
a way for the receiver to speed up die retransmission timeout in the sender, and to make sure 
that acknowledges are happening often enough. 

Note that the network still functions if either or both parties to a connection ignore the 
window. The window is simply an improver of efficiency. Receipts have the same property. This 
allows very small implementations to be compatible with the same protocol, which is useful for 
applications such as bootstrapping di rough the network. 

It would be possible to have dynamic adjustment of the window size in response to observed 
behavior, 'i he STS packet includes the window size so that changes to it can be eoiunnmkaled. 
However, this has not been found necessary in practice. bach higher-level protocol has a standard 

j)ie dcienuiic el window ci/e, wee h il o.ewlicbes vain is lio.i opens a connection., and this seems 
to be close ni'Miph to optimum Uni caodn! dynamic adnoecicnt ot a co'iUnd make a !w, 
dillerence. 
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This scheme for flow-control and error-control is based on several assumptions. It is assumed 
that the underlying transmission media have their own checking, so that they discard all damaged 
packets, making packet checksums unnecessary at the protocol level. The transit time through the 
network is assumed to be fast, so that a fairly-small retransmission interval is practical, and 
negative acknowledgements are not necessary. The error rate is assumed to be low so that overall 
efficiency is not affected by the simple-minded error recovery scheme of simply retransmitting all 
outstanding packets. It is assumed that no reformatting of packets occurs inside the network, so 
that flow-control and error-control can operate on a packet basis rather than a byte basis. 
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4. Software Protocol-Details 

In the following sections, each of the packet Opcodes and the use of that packet type in the 
protocol is described. Opcodes arc given as an octal number, a three- letter code, and a name. 

Unless otherwise specified, the use of the fields in the packet header is as follows. The 
source and destination address and index denote the two ends of the connection; when an end 
docs not exist, as during initial connection establishment, that index is zero. The opcode, byte 
count, and forwarding count fields have no variations. The packet number field contains 
sequential numbers in controlled packets; in uncontrolled packets it contains the same number as 
the next controlled packet will contain, 'line acknowledgement field contains the packet number of 
the last packet seen by die user. 

4,1 Connection Establishment 

The following packet types arc associated with creating and destroying connections. First the 
packets are described and then the details of the various connection-establishment protocols are 
given. 

1 RFC Request for connection 

All connections are initiated by the transmission of an RFC from the user to the server. The 
data field of the packet contains the contact name. The contact name can be followed by 
arbitrary arguments to die server, delimited by a space character. The destination index field of 
an RFC contains since the destination index is not known yet. 

RFC is a controlled packet;, it is retransmitted until some sort of response is received. 
Because RFC's are not sent over normal, error-controlled connections, a special way of detecting 
and discarding duplicates is required. When an NCR receives an RFC packet, it checks all 
pending RFC's and all connections which are in the Open or RFC-received state (sec section 4.6, 
page 25), to see if the source address and index match; if so, the RFC is a duplicate and is 
discarded. 

12 LSN fasten 

A serve! - process informs the local NCR of the contact name to which it is listening by 
sending a I.SN packet, with the contact name in the data field. This packet is never transmitted 
anywhere through the network. It simply serves as a convenient buffer to hold the server's contact 
name. When an RFC and a LSN containing trie same contact name meet, the LSN is discarded 
and the R1C is given to Use server, putting its connection into the RFC-received state (see section 
4.6, page 25). I he server reads (lie RFC and decides whether or not to open the connection. 

?. OPN Open connection 

ORN is the usual positive respond.- io RFC. The source index tick! conveys the sei\er\ index 
nuinl'er to the user; die n-a"d ; nde'< iiumher eas nHiuyyed in the R I '• .". She data held <>f URN 
is UiO scant' a:.. ih..u ol SiS (;vC i:cLo, ); ii. :;;.:i\r. laanh to ,oir,e\ the :■:■ sue", ,-. hu!uv\ si e to die 
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user. The Acknowledgement Held of the OPN acknowledges the RFC so that it will no longer be 
retransmitted. 

OPN is a controlled packet; it is retransmitted until it is acknowledged. Duplicate OPN 
packets arc detected in a special way; if an OPN is received for a connection which is not in the 
RFC-sent state (see section 4.6, page 25), it is simply discarded and an STS is sent. This can 
happen if the connection is opened while a retransmitted OPN packet is in transit through the 
network, or if the STS which acknowledges an OPN is lost in the network. 

3 CLS Close connection 

CLS is the negative response to RFC. It indicates that no server was listening to the contact 
name, and one couldn't be created, or for some reason the server didn't feel like accepting this 
request for a connection, or the destination NCP was unable to complete die connection (e.g. 
connection table full.) 

CLS is also used to close a connection after it has been open for a while. Any data packets 
in transit may be lost. Protocols which require a reliable end-of-data indication should use the 
mechanism for that (sec section 4.4, page 24) before sending CLS. 

The data field of a CLS contains a character-string explanation of the reason for closing, 
intended to be returned to a user as an error message. 

CLS is an uncontrolled packet, so that the program which sends it may go away immediately 
afterwards, leaving nothing to retransmit the CLS. Since there is no error recovery or 
retransmission mechanism for CLS, the use of CLS is necessarily optional; a process could simply 
stop responding to its connection. However, it is desirable to send a CLS when possible to 
provide an error message for the user. 

4 FWD Forward a request for connection 

This is a response to RFC which indicates that the desired service is not available from the 
process contacted, but may be available at a possibly-different contact name at a possibly-dilferent 
host. The data field contains the new contact name and the Acknowledgement 
field — exceptionally— contains the new host number. The issuer of the RFC should issue another 
RFC to that address. FWD is an uncontrolled packet; if it is lost in the network, the 
retransmission of the RFC will presumably stimulate an identical FWD. 

5 AIMS Answer to a simple transaction 

This is another kind of response to RFC. The d;m field contains the entirety of the response, 
and no connection is established. ANS is an uncontrolled packet; if it is lost in the network, the 
retransmission of the V\\ : (' will presumably slimulat 1 an identical ANS. 

(here are several connection-initiation nioiocols implemented with these packet types. 



When an KM anecs .it .i hose ihc air! 5 huts s usci proc e that is iisicni c' tor iiii,-, 
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comic: i iiiJii-\ or ere *h • a ■■■w:y pieces !■> * :<>,., is she eesec! see. Ice ei o- p-:- ;i ds to !he RFt ' 
ie.clt if it knows hoe h> ^eeiJe ihe reqiKcpd ' cm \ a i\ v\ o'fic.s die icquesS tor < onncaioii, 'I he 
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given the RFC as data, so that it can look at the contact name and any arguments that may be 
present. 

A stream connection is initiated by an RFC, transmitted from user to server. The server 
returns an OPN to the user, which responds with an STS. These three packets convey the -source 
and destination addresses, indices, initial packet numbers, and window sizes between the two 
NCP's. In addition a character-string argument can be conveyed from the user to the server in 
the RFC. 

The OPN serves to acknowledge the RFC and extinguish its retransmission. It also carries the 
server's index, initial packet number, and window size. The STS serves to acknowledge the OPN 
and extinguish its retransmission. It also carries the user's window size; the user's index and 
initial packet number were carried by the RFC. Retransmission of the RFC and the OPN 
provides reliability in the face of lost packets. If the RFC is lost, it will be retransmitted. If the 
STS is lost, the OPN will be retransmitted. If the OPN is lost, the RFC will be retransmitted 
superfluously and the OPN will be retransmitted since no STS will be sent. 

The exchange of an OPN and an STS tells each side of the connection that the other side 
believes the connection is open; once this has happened data may begin to flow through the 
connection. The user process may begin transmitting data when it sees the OPN. The server 
process may begin transmitting data when it sees the STS. These rules ensure tliat data packets 
cannot arrive at a receiver before it knows and agrees that the connection is open. If data packets 
did arrive before then, the receiver would reject them with a LOS (see below), believing them to 
be a violation of protocol, and this would destroy die connection before it was ever fully 
established. 

Once data packets begin to flow, they arc subject to die flow and error ' control protocol 
described in section 3.8, page 16. Thus a stream connection provides the desired reliable, 
bidirectional data stream. 

A refusal is initiated by an RFC in the same way, but the server returns CLS rather than 
OPN. The data field of the CLS contains the reason for refusal to connect. 

A forwarded connection is initiated by an RFC in the same way, but the server returns a 
FWD, telling the user another place to look for the desired service. 

A simple transaction is initiated by an RFC from user to server, and completed by an ANS 
from server to user. Since a full connection is not established and the reliable-transmission 
mechanism of connections is not used, the user process cannot be sure how many copies of the 
RFC the server saw, and the server process cannot be sine that its answer got back to the user. 
This means that simple transactions should not be used for applications where it is important to 
know whether the transaction was really completed, nor for applications in which repealing the 
same query might produce a different answer. Simple transactions are a simple efficient 
mechanism for applications such as extracting a small piece of information fe.g. the time of day) 
from a central data-base. 
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4.2 Status 

7 STS Status 

STS is an uncontrolled packet which is used to convey status information between NCPs. .The 
Acknowledgement field in the packet header contains an acknowledgement, that is, the packet 
number of the last packet given to the receiving user process. The first 16-bit byte in the data 
field contains a receipt, that is, a packet number such that all controlled packets up to and 
including that one have been successfully received by the NCP. The second 16-bit byte in the 
data field contains the window size for packets sent in the opposite direction (to the end of the 
connection which sent the STS). The byte count is presently always 4. This will change if the 
protocol is revised to add additional items to the STS packet. 

6 SNS Sense status 

SNS is an uncontrolled packet whose sole purpose is to cause the other end of the connection 
to send back an STS. This is used by the probing mechanism described above (see page 18). 

11 LOS Lossage 

LOS is an uncontrolled packet which is used by one NCP to inform another of an error. The 
data field contains a character- string explanation of the problem. The source and destination 
addresses and indices are simply the destination and source addresses and indices, respectively, of 
the erroneous packet, and do not necessarily correspond to a connection. When an NCP receives 
a LOS whose destination corresponds to an existent connection and whose source corresponds to 
the supposed other end of that connection, it breaks the connection and makes the data field of 
die LOS available to. the user as an error message. Other LOS's, that don't correspond to 
connections, are simply ignored. 

LOS is sent in response to situations such as: arrival of a data packet or an STS for a 
connection that does not exist or is not open, arrival of a packet from the wrong source for its 
destination, arrival of a packet containing an undefined opcode or too large a byte count, etc. 

LOS's are given to the user process so that it may read the error message. 

No LOS is given in response to an OPN to a connection not in the RLC-Sent state, nor in 
response to a SNS to a connection not in the Open state, nor in response to a LOS to a non- 
existent or broken connection. These rules are important to make the protocols work without 
timing errors. An OPN or a SMS to a non-existent connection elicits a LOS. 
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4.3 Data 



200-27 7 DAT 8-bit Data 



Opcodes 200 through 277 (octal) arc controlled packets with user data in 8-bit bytes in the 
data field. The NCP treats all 64 of these opcodes identically; some higher-level protocols use the 
opcodes for their own purposes. The standard default opcode is 200. 



300-3 7 7 DAT 16-bit Data 

Opcodes 300 through 377 (octal) are controlled packets with user data in 16-bit bytes in the 
data field. The NCP treats all 64 of these opcodes identically; some higher-level protocols use the 
opcodes for their own purposes. The standard default opcode for 16-bit data is 300. 

15 UNC Uncontrolled Data 

This is an uncontrolled packet with user data in 8-bit bytes in die data field. It exists so that 
user-level programs may bypass the flow-control mechanism of Chaosnct protocol. Note that the 
NCP is free to discard these packets at any time, since they arc uncontrolled. Since UNC's are 
not subject to flow control, discarding may be necessary to avoid running out of buffers. A 
connection may not have more input packets queued awaiting the attention of the user program 
than the window size of the connection, except that you are always allowed to have one UNC 
packet queued. If no normal data packets are in use, up to one more UNC packet than the 
window size may be queued. 

UNC packets are also used by the standard protocol for encapsulating packets of foreign 
protocols for transmission through Chaosnct (sec chapter 6, page 32). 

4.4 End-of-Data 

14 EOF KndofFile 

IsOF is a controlled packet which serves as a "logical end of data" mark in the packet stream. 
When the user prog rain is ignoring packets and treating a Chaosnct connection as a conventional 
byte- stream I/O device, the NCP uses the HOP packet to convey the notion of conventional end- 
of-file from one end of the connection to the other. When the user program is working at the 
packet level, it may transmit and receive POF's. 

POP' packets are used in the following protocol which is the recommended way to reliably 
determine that all data have been transferred before closing a connection (in applications where 
that is an important consideration). 

'the important issue is that neither side may send a CIS until both sides are sure that all the 
c I - 1 J. : i hoc been transmitted. After sending all the data i! is going to send, including an \lO\- 
nail,'. I io mark ihe end, die sending process waits for all packets to Is- acLaovJed).;cd. This 
<seac:, ih.a !!)•.■ ia;ei\er has \eca ail die data and know., ths> no mure data ao- m miiiks The 
•■■ciaim;. pie-;c-o ileal « maos inc conmuion. When m.e pvciviu.u p:oeev; seas an P.Ol-. it. knows 
dial l!i-'ie arc no more da:a. li does noi cfee the names, uoit until it ,,ee. (he sender close ii, or 
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until a brief timeout elapses. The timeout is to provide for the case where the sender's CLS gets 
lost in the network (CLS cannot be retransmitted). The timeout is long enough (a few seconds) 
to make it unlikely that the sender will not have seen the acknowledgement of the KOF by the 
time the timeout is over. 

To use this protocol in a bidirectional fashion, where both parties to the connection are 
sending data simultaneously, it is necessary to use an asymmetrical protocol. Arbitrarily call one 
party the user and the other the server. The protocol is that after sending all its data, each party 
sends an KOF and waits for it to be acknowledged. The server, having seen its KOF 
acknowledged, sends a second KOF. The user, having seen its FOF acknowledged, looks for a 
second KOF and then sends a CLS and goes away. The server goes away when it sees the user's 
CLS, or after a brief timeout has elapsed. This asymmetrical protocol guarantees that each side 
gets a chance to know that both sides agree that all the data have been transferred. The first 
CLS will only be sent after both sides have waited for their (first) KOF to be acknowledged. 

4.5 Low-level 

13 MNT Maintenance 

MNT is a special packet type reserved for the use of network maintenance programs. Normal 
NCPs should simply discard any MNT packets they receive. MNT packets are an escape 
mechanism to allow special programs to send packets that arc guaranteed not to get confused with 
normal packets. MNT packets arc forwarded by bridges although usually one would not be 
depending on this. 

10 RUT Routing Information 

RUT is a special packet type broadcast by bridges to inform other nodes of the bridge's 
ability to forward packets between subnets. The source address is the network address of the 
bridge on the subnet on which the RUT was broadcast. The destination address is zero. The 
byte count is a multiple of 4, and the data field contains a series of pairs of 16-bit bytes: a 
subnet, number and the "cost" of getting to that subnet via this bridge. The packet number and 
acknowledgement fields are not used and should contain /.ero. Sec section 3.7, page 13 for the 
details. 



4.6 Connection Slates 

A user process gets to Chaosnet by means of a capability or channel (dependent on the host 
operating system) which corresponds to one end of a connection. Associated with this channel are 
a number of buffers containing controlled packet:: output by the user and not yet receipted, and 
data packets received fiom the network, but not yet read by the user; some of these incoming 
packets are in-order by packet number and hence may be read by the user, while others are out 
of order and cannot be road until packets eni'ier in the siic.au have k.-en k.veived. Ceiinin 
control packets are also given to the user as ii ihey ■.vere data packets. 'Ihese a is.. RFC, ANN, 
CI S, LOS, KOF, nud UNO KOF is the only kye dial mi ever be out -of older. 
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Also associated with the channel is a state, usually called the connection slate. Full 
understanding of these states depends on the descriptions of packet-types above. The state can be 
one of: 

Open The connection exists and data may be transferred. 

Closed The channel does not have an associated connection. Either it never had one or it 

has received or transmitted a CLS packet, which destroyed the connection. 

Listening The channel does not have an associated connection, but it has a contact name 

(usually contained in a LSN packet) for which it is listening. 

RFC Received A Listening channel enters this state when an RFC arrives. It can become Open 
if the user process accepts the request. 



RFC Sent 



Lost 



The user has transmitted an RFC. The state will change to Open or Closed when 
the reply to the RFC comes back. 



The connection has been broken by receiving a LOS packet. 

Incomplete Transmission 

The connection has been broken because the other end has ceased to transmit and 
to respond to SNS. Hither the network or the foreign host is down. (This can 
also happen if the local host goes down for a while and then is revived, if its 
clock runs in die meantime.) 

Foreign The channel is talking some foreign protocol, whose packets arc encapsulated in 

UNC packets. As far as Chaosnct is concerned there is no connection. See 
chapter 6, page 32 for the details. 
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5. Higher-Level Protocols 



This chapter briefly documents some of the higher-level protocols of the most general interest. 
There are quite a few other protocols which are too specialized to mention here. All protocols 
other than the STATUS protocol arc optional and are only implemented by those hosts that need 
them. All hosts are required to implement the STATUS protocol since it is used for network 
maintenance. 



5.1 Status 

All network nodes, even bridges, arc required to answer RFC's with contact name STATUS, 
returning an ANS packet in a simple transaction. This protocol is primarily used for network 
maintenance. The answer to a STATUS request should be generated by the Network Control 
Program, rather than by starting up a server process, in order to provide rapid response. 

The STATUS protocol is used to determine whether a host is up, to determine whether an 
operable path through the network exists between two hosts, to monitor network error statistics, 
and to debug new Network Control Programs and new Chaosnct hardware. The hostat function 
on the Lisp machine, and the Hostat command of the CHATST program on ITS arc user ends 
for this protocol. 

The first 32 bytes of the ANS contain the name of the node, padded on die right with zero 
bytes. The rest of the packet contains blocks of information expressed in 16-bit and 32-bit words, 
low byte first (pdpll/Lisp machine style). The low-order half of a 32-bit word comes first. Since 
ANS packets contain 8-bit data (not 16-bit), machines such as pdplOs which store numbers high 
byte first will have to shuflle the bytes when using this protocol. The first 16-bit word in a block 
is its identification. The second 16-bit word is the number of 16-bit words to follow. The 
remaining words in the block depend on the identification. 

This is the only block type currently defined. All items arc optional, according to the count 
field, and extra items not defined here may be present and should be ignored. Note that items 
after the first two arc 32-bit words. 

wordO A number between 400 and 777 octal. This is 400 plus a subnet number. This 

block contains information on this host's direct connection to that subnet. 

word 1 The number of 16-bit words to follow, usually 16. 

words 2-3 The number of packets received from this subnet. 

words 4-5 The number of packets transmitted to this subnet. 

words 6-7 The number of transmissions to this subnet aborted by collisions or because the 

receiver was busy. 

words 8-9 The number of incoming packets from this subnet lost because lln- host had not 

yet read a previous packet out of the interface and consequently the interlace 
could nut capture the packet. 

words 10-11 The number 'M' incoming pack eh from this subnet with CRT errois. Thee were 
eithci Han' uiitlad cionc or daman-sl in Ln.ur-.uussion. 
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words 12-13 The number of incoming packets from this subnet which had no CRC error when 
received, but did have an error after being read out of the packet buffer. This 
error indicates either a hardware problem with the packet buffer or an incorrect 
packet length. 

words 14-15 The number of incoming packets from this subnet which were rejected due to 
incorrect length (typically not a multiple of 16 bits). 

words 16-17 The number of incoming packets from this subnet rejected for other reasons (e.g. 
too short to contain a header, garbage byte-count, forwarded too many times.) 

If the identification is a number between and 377 octal, this is an obsolete format of block. 
The identification is a subnet number and the counts are as above except that they are only 16 
bits instead of 32, and consequently may overflow. This format should no longer be sent by any 
hosts. 

Identification numbers of 1000 octal and up are reserved for future use. 

5.2 Pulsar 

For network maintenance purposes, certain network nodes support a simple transaction with 
contact name PULSAR, which controls a "pulsar" feature. This feature periodically transmits a 
short packet which can be used to test and adjust cable transceivers. The packet consists of the 
three header words, a zero word, and a word of alternating ones and zeros. It is addressed to 
host 177777 which is guaranteed not to exist. 

The returned ANS contains a single character, which is a digit. A means that the pulsar is 
turned off. Any other digit indicates the number of sixtieths of a second between pulses. Sending 
an RFC with a digit as an argument sets the state of the pulsar to that digit, and returns an ANS 
containing the new state. 

5.3 Telnet and Supdup 

The Telnet and Supdup protocols of the Arpanet [TBI.NFTj [SUPDUP] exist in identical form 
in Chaosnet. These protocols allow access to a computer system as an interactive terminal from 
another network node. 

The contact names are TELNET and SUPDUP. The direct borrowing of the Telnet and 
Supdup protocols was eased by their use of 8-bit byte streams and only a single connection. Note 
thai, these protocols define their own character sets, which differ from each other and from the 
Chaosnet standard character set. 

Chaosnet contains no counterpart, of the INR/IMS attention-gelling feature of the Arpanet. 
The Telnet protocol sends a packet with opcode ?.()! in place of the INS signal. This is a 
controlled packet and hence does not provide the "out of band" feature of (he Arpanet INS, 
however it is satisfactory lor the Telnet "intenupi. process" and "discard output" operations on the 
kinds of hosts attached to (Teiosnei, 
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5.4 File Access 

The FILE protocol is primarily used by Lisp machines to access files on network file servers. 
ITS and TOPS-20 arc equipped to act as file servers. A user end for the file protocol also exists 
for TOPS-20 and is used for general-purpose file transfer. For complete documentation on the file 
protocol, sec [FILE]. The Arpanet file transfer protocols have not been implemented on the 
Chaosnet (except through the Arpanet gateway described below). 

5.5 Mail 

The MAIL protocol is used to transmit inter-user messages through the Chaosnet. The 
Arpanet mail protocol was not used because of its complexity and poor suite of documentation. 
This simple protoeol is by no means the last word in mail protocols; however, it is adequate for 
the mail systems we presently possess. 

The sender of mail connects to contact name MAIL and establishes a stream connection. It 
then sends the names of all the recipients to which the mail is to be sent at (or via) the server 
host. The names are sent one to a line and terminated by a blank line (two carriage returns in a 
row). The Lisp Machine character set is used. A reply (see below) is immediately returned for 
each recipient. A recipient is typically just the name of a user, but it can be a uscr-atsign-host 
sequence or anything else acceptable to the mail system on the server machine. After sending the 
recipients, the sender sends the text of the message, terminated by an FOF. After the mail has 
been successfully swallowed, a reply is sent. After the sender of mail has read the reply, both 
sides close the connection. 

In the MAIL protocol, a reply is a signal from the server to the user (or sender) indicating 
success or failure. The first character of a reply is a plus sign for success, a minus sign for 
permanent failure (e.g. no such user exists), or a percent sign for temporary failure (e.g. unable to 
receive message because disk is full). The rest of a reply is a human-readable character string 
explaining the situation, followed by a carriage return. 

The message text transmitted through the mail protocol normally contains a header formatted 
in the Arpanet standard fashion. [RFC733] 

5.6 Send 

The SLN1) protocol is used to transmit an interactive message (requiring immediate attention) 
between users. The render connects to contact name SFNI) at the machine to which the recipient 
is logged in. The remainder of the RFC packet contains the name of the person being sent to. 
A stieam connection is opened and the message is transmitted, followed by an FOF. Boih sides 
close alter following the imfofdata protocol dcsciibcd in section 4.4, page V\. The fact that the 
i<FC was responded to ailirmaiivcly indicates thai the recipient is in fact present and accepting 
messages. 'I he message text should begin with a suitable header, naming the user that sent the 
message. The standard, for such headeis, not cunenliy adhered to by all hosts, is one line* 
formatted as in the following example; 

MoonHfi'l I MP ()'' IsWg I {.)? : ? ; 1/ 
An^Miiatic r» pK io l!w s.-nder t an !o iio;T menlcd by o-.<ivhine os !he last "(<«'" ami usbis; the 
!TNI> protocol to ley hie* followine the "I""" eilh (!,<. acaarnen! pi-'usjiaa it. 
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5.7 Name 

The Name/Finger protocol of the Arpanet [FINGER] exists in identical form on the Chaosnet. 
Both Lisp machines and timesharing machines support this protocol and provide a display of the 
user(s) currently logged in to them. 

The contact name is NAMH which can be followed by a space and a string of arguments like 
the "command line" of the Arpanet protocol. A stream connection is established and the "finger" 
display is output in Lisp Machine character set, followed by an BOF. 

Fisp Machines also support the FINGHR protocol, a simple-transaction version of the NAME 
protocol. An RFC with contact name FINGER is transmitted and the response is an ANS 
containing the following items of information separated by carriage returns: the logged-in user ID, 
the location of the terminal, the idle time in minutes or hours-colon-minutes, the user's full 
name, and the user's group affiliation. 

5.8 Time 

The Time protocol of the Arpanet [TIME] exists on Chaosnet as a simple transaction. An 
RFC to contact name TIME evokes an ANS containing die number of seconds since midnight 
Greenwich Mean Time, Jan 1, 1900 as a 32-bit number in four 8-bit bytes, least-significant byte 
first. Some computers — Lisp machines, for example — which don't have hardware calendar-clocks 
use this protocol to find out die date and time when they first come up. 

5.9 Arpanet Gateway 

This protocol allows a Chaosnet host to access almost any service on the Arpanet. The 
gateway server runs on each IT'S host that is connected to both networks. It creates an Arpanet 
connection and a Chaosnet connection and forwards data bytes from one to the other. It also 
provides for a one-way auxiliary connection, used for the data connection of the Arpanet File 
Transfer Protocol. 

The RFC packet contains a contact name of ARPA, a space, the name of the Arpanet host to 
be connected to, optionally followed by a space and the contact-socket number in octal, which 
defaults to 1 if omitted. The Arpanet Initial Connection Protocol is used to establish a bi- 
directional 8-bit connection. 

If a data packet with opcode 201 (octal) is received, an Arpanet INS signal will be 
transmitted. Any data bytes in this packet arc transmitted normally. 

If a dnia packet with opcode 210 (octal) is rcceiml. an auxiliaiy connection on each network 
is opened. The first eiiTit data bytes are the Chaosnet contact name fix the auxiliary connection: 
the user should send an RFC with this name to the seiver. The next four d;ila bytes are the 
Arpanet socket rmmb<a to be connected to, in the wronp, order, most-simiifieant byte first. The 
byte-size of the auxiliary connection is 8 bits. 

The normal closing of an Aipnnel (onmiliou cm m: ponds io an Fi'F pac^l. < losiue. dor 1 to 
an eiror, sueh as Mom I Hsu!, 1..01 k.-. ponds io a 1 1 .S parka. 
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5.10 Dover 

A press file may be sent to the Dover printer by connecting to contact name DOVER at host 
AI-CHAOS-11. This host provides a protocol translation service which translates from Chaosnet 
stream protocol to the EFTP protocol spoken by the Dover printer. Only one- file at a time can 
be sent to the Dover, so an attempt to use this service may be refused by a CLS packet 
containing the string "BUSY". Once the connection has been established, the press file is 
transmitted as a sequence of 8-bit bytes in data packets (opcode 200). It is necessary to provide 
packets rapidly enough to keep the Dover's program (Spruce) from timing out; a packet every 
five seconds suffices. Of course, packets are normally transmitted much more rapidly. 

Once the file has been transmitted, an HOI 7 packet must be sent. The transmitter must wait 
for that KOF to be acknowledged, send a second one, then close the connection. The two EOF's 
are necessary to provide the proper connection-closing sequence for the EFTP protocol. Once die 
press file has been transmitted to the Dover in this way and stored on the Dover's local disk, it 
will be processed and prepared for printing, and then printed. 

If an error message is returned by the Dover while the press file is being transmitted, it will 
be reported back through the Chaosnct as a LOS containing the text of the error message. Such 
errors are fairly common; the sender of the press file should be prepared to retry the operation a 
few times. 

Most programs that send press files to the Dover first wait for the Dover to be idle, using the 
Foreign Protocol mechanism of Chaosnet to check the status of the Dover. This is optional, but 
is courteous to other users since it prevents printing from being held up while additional files arc 
sent to the Dover and queued on its local disk. 

It woulu be possible to send to a press file to the Dover using its EFTP protocol through the 
Foreign Protocol mechanism, rather than using the AI-CHAOS~11 gateway service. This is not 
usually done because EFTP, which requires a handshake for every packet, tends to be very slow 
on a timesharing system. 
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6. Using Foreign Protocols in Chaosnet 

As seen above, foreign protocols which arc based on the idea of a bidirectional (or 
unidirectional) stream of 8-bit bytes can simply be adopted wholesale into Chaosnet, using a 
Chaosnet stream connection instead of whatever stream protocol the protocol was originally 
designed for. This was done with the Arpanet Telnet protocol, for example. 

When using such protocols between a Chaosnet process and a process on a foreign network, a 
protocol-translating gateway stands at the boundary between the two networks and has a 
connection on both networks. Bytes received from one connection arc transmitted out the other. 
If the protocol uses any features besides a simple stream of bytes, for instance special out-of-band 
signals, these are translated appropriately by the gateway. The connection is initially set up by 
the user end connecting explicitly to the protocol-translating gateway and demanding of it a 
certain service from a certain host on the other network; the gateway then opens the appropriate 
pair of connections. For an example of this, refer to the Arpanet gateway (sec section 5.9, page 
30). 

However, there are many packet-oriented protocols in the world and sometimes it is desirable 
to access these protocols at the packet level rather than the connection level, and to transport the 
packets of these protocols through Chaosnet links without using a Chaosnet connection. For 
example, there arc gateways attached to Chaosnet which provide connections to other networks 
that use PUP and Internet as their packet protocols. User processes in Chaosnet hosts may talk to 
these other networks in those networks' own protocols by using the foreign -protocol protocol of 
Chaosnet. 

A foreign packet is transmitted through Chaosnet by storing it in the date field of an UNC 
packet. The foreign packet is regarded as being composed of 8-bit bytes. The source and 
destination addresses of the UNC. packet are used in the usual fashion to control the delivery of 
the packet within Chaosnet. The packet number and acknowledgement fields of the packet header 
are not used for their normal purposes, since this packet is not associated with a Chaosnet stream 
connection. By convention, the acknowledgement field of the packet contains a protocol number. 
The number 100000 octal means Internet and the number 100001 octal means PUP. Other 
numbers will be assigned as needed. The packet number Held of the packet can be used for any 
purpose. 

If a user process transmits an UNC packet through a Chaosnet channel which is in the Closed 
state (see section 4.6, page 25), the channel goes into the Foreign state and the NCP assumes that 
the user is not talking normal Chaosnet protocol, but is using Chaosnet to transport packets of 
some oilier protocol. The NCP fills in the source address a. id index in these packets, but believes 
whatever destination address and index arc placed in the packet by the user. The packet number 
and acknowledgement fields of the UNC packets are not touched by the NCP. Any incoming 
UNC packets addressed to the user's index on this host will be given to the user, regardless of 
their source address/index; it is up to the user progs am to filler out any unwanted packets. The 
NCP should also provide a way lor one user to receive any unclaimed incoming UNC packets, so 
thai rendezvous subprotocols of foreign protocols may be simulated. 

When a psckoHianshline gateway to a Ibreivn network receive;; an UNC packet villi the 
ai'pi<a;<naie jcnuvol number, i! rant!, the Womsm paokei hom lb;.- dale U Id and furs it into the 
ioieeyn mreoik. When :i icceos.-., packets bom the io;"uem uuwurk, it map-, die desunntion 

iWW\'H'OMWvMm : R 107 ISIIIM-SI 



Chaosnet 33 Using Foreign Protocols in Chaosnet 



address of the packet into a Chaosnct address and index in some suitable fashion, encapsulates 
the packet in an UNC, and launches it into Chaosnet. 

For PUP the address mapping is straightforward, since PUP and Chaosnet use similar 
addressing techniques [IvTHFRNFT]. The host address spaces are the same. The Chaosnet index 
maps directly into the low-order 16 bits of the PUP port number, and the high-order 16 bits are 
zero. When a PUP is encapsulated in a Chaosnet packet, its PUP header duplicates the addresses 
in the Chaosnet header. When a PUP is received by a PUP/Chaosnet gateway, a Chaosnet 
header can easily be constructed from the PUP header. The AI-CHAOS-11 is attached to the 
MIT Chaosnct and the MIT Ethernet and provides a PUP/Chaosnet gateway. It advertises to 
each network its ability to route packets to host addresses in the other network, using that 
network's routing protocols. When it receives a packet from one network that is destined for the 
other, it does the appropriate encapsulation or de-encapsulation and sends the packet on its way. 
AI-CHAOS-11 also acts as a bridge between several Chaosnct subnets and provides a protocol- 
translating gateway for sending Press files to the Dover printer (a protocol-translating gateway is 
necessary for this application because the printer's native protocol, which could be used through 
the foreign-protocol protocol, cannot be implemented efficiently under a timesharing system). 

In the case of Internet, only protocols built on the idea of ports can be straightforwardly 
supported without a table of connections in the gateway. The Internet address space includes the 
Chaosnet host address space as a subset but does not provide any address breakdown within a 
host unless ports are used. However, it appears that most protocols are built on a protocol that 
uses ports, such as the User Datagram Protocol [UDP] or the Transmission Control Protocol 
[TCP]. 

In the case of foreign protocols other than PUP, where the addressing structure is not 
identical to Chaosnet, a program must somehow know the Chaosnct address of a packet- 
translating gateway to the foreign network. By sending UNC packets to this gateway, a user 
program can initiate connections to processes on that other network without requiring his local 
NCP (nor any bridges involved in routing the packets) to know anything about the protocol he is 
using. If the inter-network gateway translates rendezvous protocols appropriately, connections may 
be initiated in the reverse direction also — from a user process on the foreign network to a server 
for die foreign protocol that resides on a Chaosnet host. 

The foreign-protocol protocol may also be used between two user processes on Chaosnct, with 
no foreign network involved, if they simply wish to speak a different protocol from Chaosnet. 
They are on their own for a rendezvous mechanism, however, unless they use a Chaosnct simple 
transaction for rendezvous or otherwise have some way of conveying their addresses and index 
numbers to each other. 

When foreign packets are too large to fit in the data field of a Chaosnet packet (more than 
4oo bytes), the user program and (he packet-translating gateway must agree on a technique for 
dividing packets into- fragments and reassembling them, unless Ihe foreign protocol itself provides 
tor this, as Internet dors. The pnehaamuiber field in an UNC packet is available for use by 
such a technique, since I INC packets are not normally numbered. This is not a problem with 
111!'. since it provides a protocol by which panics to a conmvtimi and gateways may complain 
about oveity-laige pachas and specify (he maximum packet si/.c to be used, 

Ur'C pa* h Is irn assented m lih a comes ! aa, am uo!n! ioi ;s|m mem, h.sido> •■. ! cap claims 
ioicimi protocols. Any application v. Inch wants to use ( leaosnh -\-, scaplv a job:! tenomissioi; 
medium, ceotm.illy the mv. hauhvare, should use UNC 1 pachas so thai its pa'his \U> noi 
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interfere with standard packets and so that the standard routing mechanisms may be used. For 
example, the MIT Architecture Machine uses UNC packets to communicate with non-stream- 
oriented I/O devices such as graphic tablets. Here Chaosnct is being used as an I/O bus which 
may be attached to more than one computer. Numbers between 140000 and 177777 octal in the 
acknowledgement field of an UNC packet are reserved for such applications. Note that this 
number is not part of the protocol; it is simply a hint about, what a packet is being used for. 
Normally no program that is not specifically supposed to deal with such packets would ever 
receive one. 
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7, Hardware Programming Documentation 

This section describes the Unibus version of the Chaosnet interface, which attaches to pdplls 
and Lisp Machines. The interface contains one buffer which holds a received packet and a second 
buffer which holds a packet to be transmitted. Packets arc moved between these buffers and the 
computer under program control. Direct memory access (DMA) is not used; the small gain in 
performance was not thought to be worth the extra hardware complexity. The usual performance 
penalty of programmed I/O is not incurred since the packet buffers can transfer data at the full 
speed of the computer and neither busy waiting nor multiple interrupts arc required. 

To transmit a packet, successive 16-bit words of the packet are written into the outgoing 
packet buffer. The last word to be written is the cable address of the destination of the packet, 
or to broadcast it. The hardware is then told to initiate transmission. It waits until the cable is 
not busy and this node's turn to transmit arrives, then shifts die packet out onto the cable. At 
the completion of transmission transmit-donc is set and the computer is interrupted. If 
transmission is aborted by a collision, transmit-done and transm it-abort are set and the computer 
is interrupted. As the packet is written into the outgoing packet buffer, a 16-bit cyclic redundancy 
checksum is computed by the hardware. This checksum is transmitted with the packet and 
checked by the receiver. 

To receive a packet, the clear-receiver bit is asserted by the program. The next packet on the 
cable which is addressed to Uiis node, or is broadcast, will be stored into the incoming packet 
buffer. After die packet has been stored, the computer is interrupted. The packet buffer will 
then not be changed until the next clear-receiver operation is performed, giving the computer a 
chance to read out the packet. If a packet appears on the cable addressed to this node while the 
incoming packet buffer is busy, a collision is simulated so as to abort the transmission. As a 
packet is stored into the incoming packet buffer, the 16-bit cyclic redundancy checksum is 
checked, and it is checked again as the packet is read out of the packet buffer. This provides full 
checking for errors in the network and in the packet buffers. 

The standard intcrrupt-vector address for the Chaosnet interface is 270. The standard interrupt 
priority level is 5. The standard Unibus address is 764140. These are the device registers: 

764140 Command/Status Register 

This register contains a number of bits, in the usual pdpll style. All read/write bits arc 
initialized to zero on power-up. Identified by their masks, these are: 

1 Timer Interrupt Hnable (read/write). Knables interrupts from the interval timer 
present in some versions of the interface (not described here). 

2 loop Hack (read/write). If this bit is 1, the cable and transceiver are not used 
and the interface is looped buck to itself. This is for maintenance. 

4 Spy (read/write). If this bit is I, the inteiface will receive all packets regardless 
of their destination. This is for maintenance and network monitoring. 

10 Clear Receiver (write only). Writing a 1 into tins bit dears Receive Done and 
enables the receiver to receive another packet. 

20 IUavi\e Inierrupl 1 -Viable hvad/w rile). If Receive Done and Rrieb'c Interrupt 
lae.hli' aie hmh I, the i. Oiapiju;i i , linen anted. 
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40 Transmit Interrupt Hnable (rcad/writc). Jf Transmit Done and Transmit 
Interrupt F.nable are both 1, the computer is interrupted. 

100 Transmit Abort (read only). This bit is I if the last transmission was aborted, 
by a collision or because the receiver was busy. 

200 Transmit Done (read only). This bit is set to 1 when a transmission is 
completed or aborted, and cleared to when a word is written into the outgoing 
packet buffer. 

400 Clear Transmitter (write only). Writing a 1 into this bit stops the transmitter 
and sets Transmit Done. This is for maintenance. 

17000 Lost Count (read only). These 4 bits contain a count of the number of packets 
which would have been received if the incoming packet buffer had not been 
busy. Setting Clear Receiver resets the lost count to 0. 

20000 Reset (write only). Writing a 1 into this bit completely resets the interface, just 
as at power up and Unibus Initialize. 

40000 CRC Error (read only). If this bit is 1 the receiver's cyclic redundancy 
checksum indicates an error. This bit is only valid at two times: when the 
incoming packet buffer contains a fresh packet, and when the packet has been 
completely read out of the packet buffer. 

10 0000 Receive Done (read only). A 1 in this bit indicates that the incoming packet 
buffer contains a packet. 

764142 My Address (read) 

Reading this location returns the network address of this interlace (which is contained in a 
set of DIP switches on the board). 

764142 Write Buffer (write) 

Writing this location writes a word into the outgoing packet buffer. The last word written 
is the destination address. 

764144 Read Buffer (readonly) 

Reading this location reads a word from the incoming packet buffer. The last three words 
read are the destination address, the source address, and the checksum. 

764146 Bit Count (read only) 

This location contains the number of bits in the incoming packet buffer, minus one. 
After the whole packet has been read out, it will contain 7777 (a 12-bit minus-one). 

764 1 52 Start Transmission ( read only) 

Reading this location initiates transmission of the packet in the outgoing packet buffer. 
The value read is the network address oi' this interface. This method for starting 
transmission may seem strange, but it makes it easier for the hardware to get the source 
address into the packet. 
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8- The ITS Implementation 

8.1 System Calls 

Note that the NETWRK subroutine package, page 42, provides a convenient interface to most 
of these system calls for the assembly-language programmer. 

8.1.1 Opening I/O Channels 

Since ITS I/O Channels arc unidirectional, a Chaosnet connection is represented by a pair of 
channels, one for input and one for output. Operations that arc not inherently directional, such 
as finding out the state of die connection, may be done on either channel (it makes no 
difference). 

Unlike every other device, you do not obtain these channels with the OPEN system call. 
Instead a special system call, CHAOSO, is provided. This does not open a connection; it simply 
gives you a pair of channels and a potential connection, in the Closed state, which can be opened 
by transmitting a packet (an RFC for instance) through the output channel. 

CHAOSO takes three arguments: the input channel number, the output channel number, and 
the receive window size. If cither channel is currently open it is closed first (just as with OPEN). 
CHAOSO returns no values. Error 6 (device full) is signalled if the system's connection table is 
full. 



8.1.2 Input and Output 

Input and output can be done on a Chaosnet connection in terms of cither packets or 8-bit 
bytes. 8-bit byte I/O is usually done with the SIOT system call; the IOT system call or the JOT 

uuo may also be used -the channel behaves as if it had been opened in unit mode. 8-bit byte 

output is collected by the system into packets containing the maximum allowed number of bytes: 
when a packet is full it is transmitted with the standard data opcode (200). Until a full packet's 
worth, of bytes have been output nothing will be transmitted unless the FORCE system call is 
used. 8-bit input comes from packets with the data opcode (200). If an KOE packet is received, 
the standard end-of file behavior will occur— IOT will return die EOF character (-1„3) and SIOT 
will return with a non-zero residual byte count. If some other kind of packet is received, an IOC 
error will be signalled (see below). If PKTIOT (sec below) is used to read out a non-data packet, 
stream input may be continue'] past it. 

Hit 1.4 in the control bits is "don't hang" mode for both input and output. When SIOT is 
done with (his bit specified, and no input is available or die output window is full, it will simply 
return without mtnstcning the full number of bytes specified. 'I he byte pointer and byte-count 
arguments to SIOT are updated past the bytes that were irauslerred. When input IOT is done in 
"don't hang," mode, and no input is availably the l : Ob character H„3) w returned. Output IOT 
should not be done in "don't hang" voodc since it has no way to indicate (hat it did not transmit 
anything. If a non-dna paclw is ieecived, 'don'i hang" mode will bch.ee die same as if there 
vv-p. nw inoul available. 



i ):,!•: MOO r I aAMHrf; Id/ 



System Calls 38 Chaosnet 



Before doing 8-bit byte I/O, the user program must open a Chaosnet stream connection by 
transmitting and receiving the appropriate RFC, LSN, or OPN packets and following the protocol 
described on page 21. The NETVVRK subroutine package can be useful for this. 

Input and output can be done in terms of packets by using the PKTIOT system call. The first 
argument is the I/O channel number and the second is the address of the packet to be 
transmitted or of a 126. -word buffer to contain the packet to be received. No values are returned. 

Input PKTIOT will return data packets and the following types of control packets: RFC, 
OPN, FWD, ANS, CLS, LOS, EOF, and UNC. The other types of control packets arc for the 
NCR's internal use only. If no input packets arc available, PKTIOT will wait. If the connection 
is in a bad state, an IOC error will be signalled. 'This is discussed in the next section. 

Output PKTIOT will accept data packets and CLS, FOF, and UNC packets if the connection 
is open. Transmitting an UNC packet when the connection is closed puts it into the Foreign 
Protocol state. RFC, LSN, OPN, FWD, and ANS packets may be transmitted if the connection 
is in the appropriate state. Transmitting a bad packet type or transmitting when the connection is 
in the wrong state signals an IOC error (sec the next section). Normally the user sets only the 
opcode and number of bytes fields in the packet header; PKTIOT fills in the rest. When sending 
an RFC, the user specifics the destination-host field and the system remembers it. When sending 
an UNC, the user specifics everything but the source host and index. 

Note that PKTIOT docs not synchronize with 8-bit byte I/O. If a partial packet's worth of 
bytes have been output, and then a packet is output with PKTIOT, that packet will get ahead of 
those bytes. The FORCE system call can be used to change this. If a partial packet's worth of 
bytes have been input, and then a PKTIOT is done, those bytes will remain available to the 
stream and PKTIOT will read the next packet after them. 

8.1.3 Interrupts 

I/O (second-word) interrupts occur if enabled when an I/O operation formerly would have 
hung but now will not. In other words, an interrupt occurs on the input channel when a packet 
arrives while there are no input packets available, if the packet is of a type that input PKTIOT 
would return. An interrupt occurs on the output channel if the window is full and an 
acknowledgement arrives which makes some space in the window. Completely interrupt-driven 
I/O can easily be programmed for the Chaosnet, using the WHYINT system call (sec below). 

An interrupt also occurs on the input channel when the connection state changes. 

A %PIIOC interrupt (also called an "IOC error") occurs if any of a variety of illegal 
operations is performed. IOC error 3 (non-recoverable data error) is signalled if a packet is 
Iransmitted with PKTIOT and it has an illegal si/e or opcode in ilie header. IOC error 12 octal 
(channol in illegal mode) is signalled if byie or packet input or output is done with the 
conneciion in the wrong state, ■ or if byte input is done and a packet oilier than a normal data 
pat ket or lit )F is found. 
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8.1,4 Miscellaneous Operations 

The CLOSE system call, or the .CLOSE uuo, may be used to close the I/O channels and the 
connection. When both channels are closed, all buffers and other information associated with the 
connection are immediately discarded. If the connection is open a CLS packet is transmitted. 
You can also transmit a CLS yourself, with an explanatory message in it, before doing the 
CLOSE. 

The FORCE system call, or the .NETS uuo, can be used on an output channel. If there is 
buffer containing a partial packet's worth of 8-bit byte output, it is transmitted as a packet of less 
than the maximum size. 

The FINISH system call first does a FORCE and then waits for all packets that have been 
transmitted to be acknowledged. 

The RESET system call, and the .RESET uuo, are ignored, as on most devices. The RCHST 
and RFNAME system calls, and the .RCHST uuo, return the standard information for a non-file 
device, with device-name CHAOS:. No device-dependent information is returned. 

The WHYINT system call, given cither the input channel or the output channel of a Chaosnet 
connection, returns a lot of useful device-dependent information about the connection: 

val i The device code, which is the value of the symbol %WYCHA. 

val 2 The state of the connection. Symbols for the connection states start with the prefix %CS: 

%CSCLS Closed (or never opened). 

%CSLSN Listening for an incoming RFC. 

%CSF(FC RFC received while listening; neither accepted nor rejected yet. 

%CSRFS RFC sent, awaiting acceptance, rejection, or answer. 

%CSOPN Open. 

%CSLOS Broken by receipt of a LOS packet. 

%CSINC Broken by "incomplete transmission" (no response from foreign host for a 
long time). 

%CSFRN Using a foreign protocol, encapsulated in UNC packets. 

val 3 The left half is the number of available input packets. This does not count out-of-order 
packets. This number is increased by one if there is buffered input, available for 8-bit 
byte input. This number is zero if the Chaosnet connection is directly connected to a 
STY (see STYMET). 

The right half is the number of output packets which have not yet been acknowledged 
and hence are occupying space in the window. 

val 4 The let' half is the receive window si/e and the rmhl half is the traiomii window si/.c. 

val 5 The left half is 1.1 m input channel number and the sighi h.Jf is the output channel 
number. These immbem me i if i!r.:- channel lies b:mi C\Xk.\ d or IOi J U';! led. 
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The NETBLK system call works similarly on the Chaosnct as on the Arpanet. The first 
argument is a channel number (input or output). The second argument is a connection state code. 
The third argument, which is optional, is a timeout in 30ths of a second. If it is not immediate 
it is modified. NETBLK hangs until the connection state is different from the specified state or 
the timeout (if specified) elapses. Two values are returned: the current state of the connection 
and the amount of time left. 

The STYNET system call works similarly on the Chaosnct as on the Arpanet. It allows a 
Chaosnct connection and a STY (pseudo terminal) to be connected together so that a 
Telnct/Supdup server program can provide efficient service. The arguments are: 

arg 1 The STY channel number. 

arg 2 r l Tie Chaosnct input channel number to connect it to, or -1 to disconnect it. 

arg 3 Tire Chaosnct output channel number. This is not actually used on the Chaosnct. 

arg 4 Up to three 8-bit characters, left-justified, to be transmitted when an output-reset is done 
on the terminal. These characters are protocol-dependent. If any unusual condition 
occurs, including input of a byte with the high-order bit on from the network, the STY 
will be disconnected from the Chaosnct channel and the user will be interrupted. It is 
illegal to do I/O on any of the involved channels without disconnecting them from each 
other first. 

The CHAOSQ system call allows the ATSIGN CHAOS program, described below, to peek at 
the queue of pending RFCs. It takes one argument, which is the address of a 126-word buffer. 
The first RFC packet on the queue is copied into this buffer and moved to the end of the queue. 
If the queue is empty, die system call takes die error return. 



1.2 Utility Programs 



^ 



The K mode in the :PEEK command gives one line of information for each Chaosnct 
connection in existence on the local machine, lists the number of packet butlers in existence and 
free, and lists any queued RFC's (see the following section). Packet buffers are dynamically 
allocated in groups of 8 from system memory. Packet buffers in existence and not free may be in 
use to contain packets being transmitted to or received from the hardware, unreceipted output 
packets, or input packets not yet read by the user program. 

The information about a Chaosnct connection printed by PEEK consists of: 

IDX The connection index number (not including the uniqui/.ation bits). 

USR The user index or ITS job number of the user process which owns the connection. 

UNAME 

JNAME The name of the user process which owns the connection. 

STATE The slate of the connection. This is one of the states listed in section 4.6, page 

7 l j, abbreviated to six characters. LOVVI.VL means the foreign-protocol stale. 

iBF 'I he number of input, packets buffered and available to be ica-l by the user 

piOiVSS. 

FSif The number of input packets buffse,! Out not \d a\ niche to iho asm process 

because ihcy an.:- (ait of order. Some carlim p s< leas so: iiussims whoa ihev .. . rri r v? 
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these packets will become available. 

NOS The number of output "slots" available in the window. The user process may 

send this many packets before it will have to wait for an acknowledgement. 

ACK The number of received packets which should be acknowledged but which have 

not yet been. This will not stay non-zero for more than a half second, since if it 
is non-zero an STS will be transmitted. 

R WIN The window size for the incoming half of this connection. 

WIN T The window size for the outgoing half of this connection. 

FOREIGN ADDR 

The host name and index number of the other end of this connection. The = 
command switches between host names and host numbers. 

FLAG One or more single-letter flags indicating special things about the connection. The 

following flags exist: 

C The connection is half-closed (one of its I/O channels has been closed and 
the other remains open). 

F The connection is turned "off' as far as die interrupt side of the NCP is 
concerned. No packets will be received or transmitted. 

I The connection has an input buffer for stream (non-packet) input. 

O The connection has an output buffer for stream (non-packet) output. 

S An STS packet needs to be sent. 

T The connection is connected to a STY. In other words it is an incoming 
Telnet or Supdup connection and die system is providing the data transfer 
between the connection and the pscudo terminal. 

The :CHASTA command is a long-winded version of the above. It prints several lines of 
information about each connection that exists, including the number of the next packet to be 
given to the user, the number of the next packet to be output by the user, and the number of 
the last packet acknowledged in each direction. 

The :CHARFC command, given a host name and a contact name in the command line, will 
open a connection and print whatever comes back (refusal, simple transaction, or any data that 
emerge from a stream connection). The contact name may of course be followed by a space and 
arguments. This command can be useful in connection with the STATUS protocol, to sec if a 
host is up (it will print its name followed by some garbage characters), and in connection with 
the PULSAR protocol, in turn pulsars on and olf. 

The :CHATST command provides a variety of simple Chaosnct manipulating commands. Run 
it and type ? for a list of ihe commands. The M (hoshi!) command may be the most useful; it 
uses the STATUS- protocol to get metering information from a host and prints it nicely. 

'Ihe :HOS'i" command, a.iven the name of a host in the command line, loo!--, up that host, in 

the :-.>:>lem host tahlc :md prints -a hat is hiov/n about it. includim' is, uinnciie address. I hi'-, 

voa!.-. (Or ho-, Is on :,i! m.O.cdo;. lis" :(li/V!A!? t.omm.md phns a lal-L- wf .ill d"a ho-. is oa 
Chaosnct. 
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8.3 Server Programs 

When an RFC is received for a contact name for which there is no outstanding LSN, the 
RFC packet is saved on a pending-RFC queue and a new process is created and made to run the 
program in the file SYS:ATSIGN CHAOS. This program uses the CHAOSQ system call to find 
out the contact name of the RFC. The contact name name is truncated to six characters if it is 
longer. If a file named DSK:DEVICE;CHAOS name exists, that file contains the desired server 
program; it is loaded into the server process. When the server process is stinted, register 
contains the contact name in sixbit and channel 1 is still open to the program file. The server 
program must do a listen for its contact name, open the connection, log in, and so forth. 

Thus a server for a new protocol can be added simply by putting a link on the DEVICE 
directory. This directory is also used for Arpanet servers and for ITS I/O device servers. 

If no file is found, a file named DSK:DEVICE;CHAOS DFAULT is loaded if it exists. If it 
does not exist either (which is normally the case) the RFC is ignored and the server process kills 
itself. After a while the system will refuse the RFC by sending back a CLS unless someone 
comes along and listens for it. 

8.4 Subroutine Packages 

The file SYSTEM;CHSDEF > can be .INSRT'ed into a Midas program to define symbols for 
the format of a packet, the packet opcodes, and the suites of a connection. The symbol prefixes 
arc %CO for opcodes, %CS for suites, $CPK for packet-format byte-pointers, and %CP for 
packet- format values. 

The file SYSENG;NETWRK > can be .INSRT'ed into a Midas program to provide a library of 
subroutines for opening connections, listening for requests for connection, analyzing network 
errors and printing useful messages to the user, and accessing the host-name table 
(SYSBIN;HOSTS2). All system programs that use the Chaosnet do so with the aid of these 
subroutines. NETWRK supports both Chaosnet and Arpanet. Documentation is provided in 
comments at the beginning of the file. 
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9. The TOPS-20/TENEX Implementation 

A Chaosnct connection is represented by a JFN obtained from the CHA: device. The 
standard I/O operations can be performed on such a JFN, in which case the system will open a 
Chaosnct stream connection and transfer 8-bit bytes in both directions. When a Chaosnet 
connection is used in this way, it is compatible with the rest of the TOPS-20 file and I/O system. 

Alternatively, special operations can be used to send and receive packets and do other 
Chaosnct-specific operations on a Chaosnet JFN. These are described below. 

For more information, see [CPR], 

9.1 Opening Connections 

A (potential) Chaosnct connection is represented by a JFN. When the JFN is opened, an 
actual Chaosnet connection is created. The GTJFN syntax is as follows: 

The device name is CHA:. The filename is the symbolic name or octal number of the host at 
the other end of the connection, or a null string if it is desired to listen for an incoming Request 
For Connection rather than initiating a connection. The extension (filetype) is normally the 
contact name; some special cases arc described below. Use of * names and JFN stepping is not 
permitted. The directory, generation (version) number, and semicolon attributes are ignored if 
present. 

When the JFN is opened (with OPENF), normally the system will wait for the connection to 
open up; a user connection (nonblank filename) will wait for a response to be returned to its 
RFC, and a server connection (blank filename) will wait for an RFC to come in to its contact 
name. If an RFC is refused or the foreign host is not up, OPENF will return an error. If data 
mode 6 or 7 is used with OPENF, it will return immediately, without waiting for the connection 
to open. This is useful if you want to open several Chaosnct connections simultaneously, or if 
you want to determine the reason for failure if the connection does not open; if the normal data 
mode OPENF fails, the operating system will not let you read the CLS packet nor do the 
.MOERR operation (described below). 

There are a number of special cases in the GTJFN syntax. If the extension is a null string, 
then the contact name is specified by OPENF rather than by GTJFN; AC3 contains the number 
of characters in the contact name in ihe left half, and the address of the contact name in the 
right half. In listening mode (the filename is a null string), then if the extension is also null, this 
JFN will listen to any RFC that is not otherwise serviced. Privileges are required and only one 
job at a time can do this. This mechanism is used by a system server process. If the filename is 
null and the extension is a hyphen, the JFN is put in a special mode for simple transactions; 
packet-level I/O may be used to transmit any number of RFCs and receive any response packets 
(ANS, FYV1), I .OS, or CI S). 

When a JFN is closed with CI OSF, if it has an open connection the end of data protocol is 
used (an F.OF packet is tiansmitied and its aclmoyTeJeement is ^waited), and 'hen a CI.S packet 
is tiaii-. miitrd. (This is not compkr.-iv imphauentt'd \c!: aiocnllv no !.(;!•' is vent, and JviOF.OF 
i v b-'!o,\v) nnr! he ..-rd.) If l!o JIN is in I he !?!'<' !C, i ei\ e< i Mile, ihe Kle is ohs.d j > v, 
smwlii];; a Ci S. ■ 
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9.2 Stream Input and Output 

The normal I/O JSYScs (BIN, BOUT, SIN, SOUT) work on Chaosnet JFNs. When the 
connection was created by listening, doing I/O to it automatically accepts it first (sending an 
OPN). The input and output data are transmitted as 8-bit bytes in standard data packets (opcode 
200). On input, if an HOP packet is encountered the standard end-of-file action occurs. If a CLS 
or LOS is encountered, or the connection is in a bad state, an error is signalled. The message 
from the CLS or LOS may be picked up with .MOERR (sec below). 

On TOPS-20, but not Tcncx, the SIBE, SOBE, DIBE, DOBE, SINR, and SOUTR JSYScs 
may be used. The latter two treat each packet as a separate record. 

The OPENF byte size may be cither 7 or 8. With a byte size of 8, the raw Chaosnet data 
bytes are transmitted. With a byte size of 7, the system converts between the ASCII code it uses 
normally and the Lisp Machine character set, which is standard on Chaosnet. (This is not yet 
implemented; currently a byte size of 7 will be accepted but will behave the same as 8.) 

9.3 Packet Input and Output 

It is possible to do packet-level input and output and to deal directly with the details of the 
Chaosnet protocol by using the special operations described in the following section. Note that 
stream I/O and packet I/O should not be mixed in the same connection, unless you know exactly 
what you arc doing, since you can get your data out of order. 

9.4 Special Operations 

GDSTS returns device-dependent status. AC2 returns the state of the connection, and AC3 
returns the number of packet slots available in the output window in the left half, and the 
number of available input packets in the right half. The symbolic names for the connection states 
are as follows: 

.CSCLS The connection is closed (or was never opened). 

.CSLSN The connection is listening for an RFC. 

.CSRFC An RFC has been received by a listening connection. 

.CSRFS An RFC has been sent. 

.CSOPN The connection is open. 

.CSLOS The connection has been broken by a LOS packet. 

.CS1NC The connection has been broken by Incomplete Transmission (no response from 

the other end for a long lime). 

.CSPRF This is ilic "permanent RfC" stale which is entered by GT'JFM with a null 

filename and an eeoen.-.ion of just a hyphen. 

M'i'OPR performs a v.iriny of spcxial operations, with ihe JP'N in ACL one of ill-' following 
Sunn!''';' codvs in My? and an donna^n! and/or ii-cnni valne in AC3. 

.MOPKS Send a junket, AC'} nonlains ihe eddre.s of the lira n'oo! of she packet. A n 

enor return is taken if ihe uannaalon L in a had slate ioi lie* kind of packet 
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being transmitted. This will wait for space to be available in the window. 

.MOPKR Receive a packet. AC3 contains the address of a 126-word buffer in which the 

packet is to be stored. This will wait until an input packet arrives. 

.MOOPN Accept a Request for Connection. Error if the connection is not in the RFC- 

received state. 

.MOSND Force out any buffered stream output. 

.MOEOF Force out any buffered stream output, then send an FOF packet. 

.MONOP Force out- any buffered stream output, then wait for it to be transmitted and 

acknowledged. (This is not a "no op", but .MONOP is the system standard name 
for this operation.) 

.MOERR Returns die error message from a received CFS or FOS packet. An error is 

signalled if no error message is available. ACS is a string pointer to where to put 
the error message; it is updated to point at the terminating null character which 
makes the message an ASC1Z string. 

.MOACN Assigns PSI (interrupt) channels. The left half of AC3 is the channel number for 

output interrupts, and the right half is the channel number for input and state- 
change interrupts. Specifying -1 as a channel number disables interrupts. Output 
interrupts arc signalled when die window is full and then an acknowledgement is 
received which makes some space so that more packets may be output. Input 
interrupts are signalled when the state changes, and when there are no input 
packets available and then a packet is received. 

.MOSWS Sets the receive window size from AC3. 

.MORWS Returns the receive window size in the left half of AC3 and the transmit window 

size in the right half. 

.MOAWS Returns the available space in the transmit window in AC3. 

.MOUAC Returns the number of unacknowledged output packets in AC3. 

.MOFHS Returns the foreign host number in AC3. 

.MOSIZ Returns the maximum packet size in bytes in AC3. 'this can be smaller than the 

Chaosnet standard (488) on machines encumbered with an RSX20F front end. 

.MOSRT Sets the RFC timeout period in milliseconds from ACS. The maximum is 262 

seconds. 



9.5 Utility Programs 

There are two Chaosnet utility programs, boih named CHASTA. One prints one line for each 
connection !hat exists, giving iis stale, number ot input and output packets, who it is connected 
to, etc. The other prints the STATUS pnioco! information for every host on the network, 
including the host name, when it was last up, am! its paeket throughput and error counts, this 
information is maintained by a system daemon process. 
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9.6 Server Programs 

When an RFC is received for contact-name, if no process is listening for contact- name and 
the file SYSTEM:CHAOS.cwi/ac/-//tf/7i<? (or DSK:<SYSTEM>CHAOS.co///ac/-/w/w on Tencx) exists, 
the server program contained in that file is run. The server program should open CHA:.aw/ac7- 
name. This is implemented by the CHARFC program which runs as a daemon job and opens 
CHA:., the magic name which gets a copy of all unclaimed RFCs. Normally the server program 
is run in a freshly-created job, and may log in if it wishes, but if the file is marked as ephemeral 
(the ";H" attribute), it is run in a subfork of the CHARFC job. Kphemcral servers should be 
used for protocols that don't involve a long-term connection. 

The TELNET and SUPDUP servers attach their Chaosnet connection directly to an NVT, just 
as the corresponding Arpanet servers do. 

When the system starts up, the file SYSTEM:HOSTS2.BIN (or DSK:<SYSTEM>HOSTS2.BIN 
on Tencx) is read in and used to initialize the host name table inside the system used by GTJFN. 
This is the 1TS/TOPS-20/WAITS standard multi-network host table. 
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10. Tlie Lisp Machine Implementation 

Lisp Machine Chaosnet support consists of a set of Lisp functions and data-structure 
definitions in the chaos: package. There arc three important data structures. A conn represents 
a connection. A pkt represents a packet. A stream is a standard I/O stream which transmits to 
and receives from a connection. The details of these data structures are described later. 

There arc two processes which belong to the Chaosnet NCP. The receiver process looks at 
packets as they arrive from the network. Control packets are processed immediately. Data packets 
arc put on the input packet queue of the connection to which they arc directed. The background 
process wakes up periodically to do retransmission, probing, and certain "background tasks" such 
as starting up a server when an RFC arrives and processing "connection interrupts" (described 
below). 

10.1 Opening and Closing Connections 

10.1.1 User-Side 

chaos : connect host contact-name &optional window-size timeout 

Opens a stream connection, and returns a conn if it succeeds or a string giving the 
reason for failure, host may be a number or the name of a known host, contact-name is 
a string containing the contact name and any additional arguments to go in the RFC 
packet. If window-size is not specified it defaults to 13. If timeout is not specified it 
defaults to 600 (ten seconds). 

chaos: simple host contact-name &optional timeout 

Taking arguments similar to those of chaos:connect, this performs the user side of a 
simple-transaction. The returned value is either an ANS packet or a string containing a 
failure message. The ANS packet should be disposed of (using chaos:return-pkt, sec 
below) when you arc clone with it. 

chaos: remove conn conn 

Makes conn null and void. It becomes inactive, all its buffered packets are freed, and the 
corresponding Chaosnet connection (if any) goes away. 

chaos: close conn ^optional reason 

Closes and removes the connection. If it is open, a CIS packet is sent containing the 
string reason. Don't use this to reject RFCs; use chaos:reject for that. 

chaos : open-forolcjn-corniectlon host index ^optional pkt-allocation distinguished-port 

Creates a conn which may l.-e used to transmit and receive foreign protocols encapsulated 
in I.JNC packets, host and index are the destination address for paTcls sent with 
chao:>:sonri-unc-pkt. pki-alhcathm is the "window si/::", i.e. the maximum number of 
input packets which may be bullcivd. ii defaults to It). If di:>tiin\uisi)cd-pon is suppliul, 
the local index is set to it. This is necessary lor protocols which dcline ihe inictaimw 4 >f 
pai ticuiar ind.e;. numbers. 
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10.1.2 Server-Side 

chaos: listen contact-name &optional window- size wait-for-rfc 

Waits for an RFC for the specified contact name to arrive, then returns a conn which 
will be in the RFC Received state. Jf window-size is not specified it defaults to -13. If 
wait-for-rfc is specified as nil (it defaults to t) then the conn will be returned immediately 
without waiting for an RFC to arrive. 

chaos :server-al ist Variable 

Contains an entry for each server which always exists. When an RFC arrives for one of 
these servers, the specified form is evaluated in the background process; typically it 
creates a process which will then do a chaos:listen. Use the add -initialization function 
to add entries to this list. 

chaos: accept conn 

conn must be in the RFC Received state. An OPN packet will be transmitted and conn 
will enter the Open state. If the RFC packet has not already been read with chaos:get- 
next-pkt, it is discarded. You should read it before accepting if it contains arguments in 
addition to the contact name. 

chaos: reject conn reason 

conn must be in the RFC Received state. A CLS packet containing the string reason will 
be sent and conn will be removed. 

chaos:ans we r -string conn string 

conn must be in the RFC Received state. An ANS packet containing the string string will 
be sent and conn will be removed. 

chaos: answer conn pkt 

conn must be in the RFC Received state, pkt is transmitted as an ANS packet and conn 
is removed. Use this function when the answer is some binary data rather than a text 
string. 

chaos : fast-answer-string contact- name string 

If a pending RFC exists to contact-name, an ANS containing string is sent in response to 
it and t is returned. Otherwise nil is returned. This function involves the minimum 
possible overhead. No conn is created. 

1 0.2 Connection States 

chaos: state conn 

Returns the current stale of the connection, as one of the following symbols: 

chnosiinactive-siate A conn which does not. correspond to any Chaosnet 

connection. 

chaos:opou astate An open connection. 

ciidoaaic s^tji -,t;.|o An R.iV has been tr.-insniiiied are! no iV;,poie.c has yet 
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chaos:answered -state 
chaosxls- received -state 
chaos: los- received -state 
chaos:host-down -state 

chaos:listening -state 

chaos: rf c - received - state 

chaos:foreign -state 



An ANS has been received. 

A CLS has been received. 

A LOS has been received. 

The connection is in the Incomplete Transmission state; 
communications with the foreign host have broken down. 

A LSN has been "transmitted" and the connection is 
awaiting an RFC. 

An RFC has been received while listening and has not yet 
been responded to. 

The connection is being used with a foreign protocol 
encapsulated in UNC packets. 



chaos: wait conn stale timeout &optional whoslate 

Waits until the state of conn is not the symbol state, or until timeout 60ths of a second 
have elapsed. If the timeout occurs, nil is returned; otherwise t is returned, whostate is 
the process state to put in the who-linc; it defaults to "net wait". 

10.3 Stream Input and Output 

chaos: st roam conn 

Creates a bidirectional stream which accesses conn, which should be open as a stream 
connection, as 8-bit bytes. In addition to the usual I/O operations, die following special 
operations arc supported: 

:force-output _ Any buffered output is transmitted. Normally output is accumulated until 
a full packet's worth of bytes are available, so that maximum-size packets 
arc transmitted. 

:finish Waits until either all packets have been sent and acknowledged, or the 

connection ceases to be open. If successful, returns t; if the connection 
goes into a bad state, returns nil. 

:eof Forces out any buffered output, sends an KOF packet, and docs a :finish. 

:clear-eof Allows you to read past an KOF packet on input. Fach :tyi will return nil 

or signal the specified eof error until a :clear-eof is done. 

xlose Send a CLS packet and remove the connection. 



10.4 Vm±ei InjiuUivl Output 

Input and output on a Chaosnei connection can be done at the whole-packet level, using the 
functions in this section. A packet is repiesented by a pkt data structure. Allocation of pkts is 
controlled hv the system; each pki that it ghes you must be giv«ai back. Theio aie functions to 
conceit between pkl; and strings. A pkt is an ait Hik array containing the packet header and 
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chaos :pkt~opcode pkt 

Accessor for the opcode field of pkt's header. For each standard opcode a symbol exists 
in the chaos: package, consisting of the standard 3-lcttcr code and a suffix of "-op", 
chaos:rfc-op for example. The value of the symbol is the numeric opcode. 

chaos :pkt-nbytes pkt 

Accessor for the numbcr-of-data-bytcs field of pkt's header. 

chaos tpkt-string pkt 

An indirect array which is the data field of pkt as a string of 8-bit bytes. 'The length of 
this string is equal to (chaos:pkt-nbytes pkt). 

chaos :set-pkt-string pkt tost strings 

Copies the strings into the data field of pkt, concatenating them, and sets (chaos:pkt- 
nbytes pkt) accordingly. 

chaos : get pkt 

Allocates a pkt for use by the user. 

chaos: roturn-pkt pkt 

Deallocates a pkt. 

chaos : send-pkt conn pkt &optiona1 (opcode chaos:da\- op) 

Transmits pkt on conn, pkt should have been allocated with chaos:get-pkt and men had 
its data field and n-bytcs filled in. opcode must be a data opcode (200 or more) or ROF. 
An error is signalled, with condition chaos:not-open-state, if conn is not open. 

chaosrsand-string conn tost strings 

Sends a data packet containing the concatenation of strings as its data. 

chaos : send unc-pkt conn pkt ^'.optional pkt-munber ack- number 

Transmits pkt, an UNC packet, on conn. The opcode, packet number, and acknowledge 
number fields in the packet header are filled in (the latter two only if the optional 
arguments arc supplied). 

chaos : may- transmit conn 

A predicate which returns t if there is any space in the window. 

chaos: finish conn &optionaI (w/iostate "Net Finish") 

Waits until either all packets have been sent and acknowledged, or the connection ceases 
to be open. If successful, returns t; if the connection goes into a bad state, returns nil. 
whosiate is the process state to displ;iy in the who line while waiting. 

tTiaos : (jot noxt- pkt conn ^optional {no-tutny-pnW) 

Returns the next input packet from conn. When you are done with the packet you must 
j'.ive it hack to the system with choocsrohim • -pkt. This can rcuun an RFC, C!.S, or 
ANS packet, in addition to data, UN(.\ or FOF. 11' uoiuuiy-p is t, nil will he icturncd 
if there aw no pa! kets a.viilable or the connect Ion is in a had state. ( Mhrrwise an error 
will be 'asnsHccl if th< rnimeetion is in a b ei sines v ith < aMiditi-'tn name fas svesnei 
i.lown. chctuH:lo'-v-ri->fa-.'riv'ofi si;;lo. or chao'r.eesu on eR.ec -<\ -form; a Ran. if no packets 
eae a\ai!ahle aiid no-hnny/p v, oil, cRaossjot i ( o;U -pki sail wail lea peckcis to come in 
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or the state to change. The process state in the who-line is "NETI". 

chaos .-data-available conn 

A predicate which returns t if there any input packets available from conn. 

10.5 Connection Interrupts 

chaos :1nterrupt-f unction conn 

This attribute of a conn is a function to be called in the background process when certain 
events occur on this connection. Normally this is nil, which means not to call any 
function, but you can use setf to store a function here. Since the function is called in 
the Chaosnct background process, it should not do any operations that might have to wait 
for the network, since that could permanently hang the background process. 

The function's first argument is one of the following symbols, giving the reason for die 
"interrupt". The function's second argument is conn. Additional arguments may be 
present depending on the reason. The possible reasons are: 

:input A packet has arrived for the connection when it had no input packets 

queued. It is now possible to do chaos:get-next~pkt without having to 
wait. There are no additional arguments. 

:output An acknowledgement has arrived for the connection and made space in 

the window when formerly it was full. Additional output packets may 
now be transmitted with chaos:send-pkt without having to wait. There 
arc no additional arguments. 

:change-of--state 

The state of the connection has changed. The third argument to the 
function is the symbol for the new state. 

chaos : road pkts conn 

Some interrupt functions will want to look at the queued input packets of a connection 
when they get a .input interrupt. chaos:read-pkts returns the first packet available for 
reading. Successive packets can be found by following chaos:pkt-link. 

chaos :pkt -link pki 

Lists of packets in the MCP arc threaded together by storing each packet in the 
chaos:pkt link of its predecessor. The list is terminated with nil. 

H)X) Information :\'m\ Control 

c h a o s : h o $ t c! a t a &< ) p I i o n a 1 host 

host may be a number or a known host mine, and defaults to the local host. Two values 
are returned. The first value is the host innie and die sei ond is the host number. If the 
ho:, l is a number net in the table, ji is asked its name usim; die oTAiUG piotciml: if no 
iese*Mise is cached the name "Unknown" is returned. 
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hostat test hosts 

Interrogates the specified hosts, or all known hosts if none are specified, with the 
STATUS protocol and prints the results in columns as a table. 

chaos : print-conn conn ^optional (shorti) 

Prints everything the system knows about the connection. If short is nil it also prints 
everything the system knows about each queued input and output packet on die 
connection. 

chaos :pr1nt-pkt pkt &optional (short rift) 

Prints everything the system knows about the packet, except its data field. If short is t, 
only the first line of die information is printed. 

chaos.-pMnt-a'l'l-pkts pkt &optional .(shorn) 

Calls chaos:print-pkt on pkt and all packets on the threaded list emanating from it. 

chaos: status 

Prints the hardware status. 

chaos: reset 

Resets the hardware and software and turns off the network. 

chaos: ass u re-enabled 

Turns on the network if it is not already on. It is normally always on unless you call one 
of these functions. 

chaos:enable 

Resets the hardware and turns on the network. 

chaos:disable 

Resets the hardware and turns olf the network. 
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11. The VAX/VMS Implementation 

This describes the interface to Chaosnet through the routines in the "CHAOS. B32" BLISS-32 
subroutine package. Definitions of standard values are in "NCPDHFS.R32". Though it is possible 
to interface to the NCI* at the VMS I/O level, it is not recommended practice. All references to 
Chaosnet in this text are with respect to the subroutine package, and not VMS QlO's. 

A Chaosnet connection is represented by a one longword "channel number", which has no 
direct relationship to a VMS channel number. However, for every Chaosnet channel currently 
allocated, there is an associated VMS channel maintained by the subroutine package. 

All of the routines described below arc declared "global". 

11.1 Opening and Closing 

parse_host (host, ret- host- num) 

Parses the string pointed to by host (which points to a standard VMS string descriptor), 
and stores the resulting host number in the word pointed to by ret- host- num. Returns a 
status code. 

chaos_rf c (ret-chan, host, contact- name, wait-time) 

Opens a new Chaosnet channel and sends an RFC. ret-chan is a longword to receive the 
channel number, host is a string acceptable to parse_host. contact-name is a pointer to a 
string descriptor, wait-time is either zero, which means to wait indefinitely for a response 
to the RFC, or a pointer to a quadword block acceptable to the $SETIMR system service. 
A status code is returned, which will be SS$„TIMEOUT if the routine times out. 

chaos„lsn (ret-chan, contact-name, wait-time) 

Like chaos„rfc, but "sends" a LSN instead of an RFC. No host is specified. 

chaos_accopt (chan, window, rfc-arg, ret- rfc-arg- size) 

Accepts an incoming RFC, The connection must be in RFC-received state, window is the 
window size, rfc-arg is an optional string descriptor which receives the argument to the 
RFC. ret- rfc-arg- size is also optional, and gets the argument's length. 

chaos„ans (chan, data, wait-time) 

Sends an ANS packet to the Chaosnet channel, data points to a string descriptor, wail- 
time is ignored. A status code is returned, and if an error occurs, the channel is 
dcassigned. 

c!iaos...close (chan, reason) 

Closes the connection, and deassigns the channel, reason is a pointer to a string 
descriptor of a string to he iududed in the CI S packet. 
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chaos_ assign ( rei-chan) 

Assigns a Chaosnct channel, and stores it in the longword pointed to by ret-chan. This 
routine allocates a VMS channel. A status code is returned. 

chaos_doass1gn (chan) 

Given a Chaosnct channel previously assigned by chaos_assign, dcassigns it and the 
associated VMS channel. 



11.2 Stream Input and Output 

chaos„in„char {chan, ret- char, timeout) 

Returns the next character from the channel in the longword pointed to by ret-char. 
Waits until a character is available or until timeout, whichever comes first. A status code 
is returned. 

chaos„out„char (chan, char) 

Outputs one character. Characters arc buffered until a packet fills up or until the output 
is forced out by chaos_force__out. A status code is returned. 

chaos„sout (chan, string) 

Like repeated calls to chaos_out_char: sends string from string descriptor pointed to by 
string. 

chaos__force_out (chan) 

If doing serial output, and a partial packet is buffered, force it to be sent. 

chaos„fin1sh (chan) 

Does a chaos_force_.out, then waits for all packets to be acknowledged by the foreign 
end. 

chaos„eof (chan) 

Sends an HOP packet after forcing out any buffered output. 

1 1 -3 S'ackd: Input and Output 

a11ocato_.pkt (size, chan, rctpkt) 

Allocates a packet suitable for chaos in_pkt and chaos__out_pkt. The packet can hold 

up to size bytes of data; the number of bytes field in the packet's header is filled in from 
size, ret-pkt points to a longword to receive a pointer to the packet. A status code is 
returned. 

?!aa11ocat*j..pkt (pkt) 

Returns a pieviously allocated packet to the free pool. A packet, may be reused, since the 
I/O routines do not deallocate them, as long as the I/O is being done synchronously. 
Retui sis a status code. 
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chaos_out_.pkt (chan, pkt, efn, astadr, astprm) 

Outputs pkt to chan, waiting if there is no window room available, efn is the event 
channel to use for waiting, astadr and astprm are as for VMS system services: an AST 
address and parameter, respectively, that get. signalled when the packet is read by the 
NCP. chaos„out_pkt returns as soon as there is space in the window, without waiting 
for the NCP to finish transmitting the packet. 

chaos_.in_.pkt {chan, efn, pkt, astadr, astprm) 

Reads the next input packet, whatever opcode it may be, from the connection, waiting 
indefinitely if there are no input packets, efn is the event channel to wait on, and astadr 
and astprm are for an AST to be delivered when the read completes. chaos_in_pkt docs 
not return until the read completes. A status code is returned. 

11.4 Checking the State 

chaos_xmit_room {chan, wait) 

Returns SS$_NORMAL if there is room left in the transmit window. Returns an error if 
the connection went into a bad state. If wait is true, and there is no room left, then 
chaos_xmit_room waits until room is available. If there is no room left and wait is false, 
it returns SS$__EXQUOTA. 

chaos_state (chan) 

Updates the state of the Chaosnct channel via a request to the NCP. Returns a status 
code. To check the state of the connection, first call this routine then look at chan_state 
in the channel block described below. 

chaos_wa1t (chan, old-slate, timeout) 

Waits until the channel goes out of the specified state or until timeout occurs. Timeout is 
cither zero (no timeout) or a pointer to a quadword block acceptable to $SETIMR. A 
status code is returned. 

chaos „wait„t1l ( chan, state, timeout) 

Waits until the channel goes into the specified state or until timeout occurs. Timeout is 
cither zero (no timeout) or a pointer to a quadword block acceptable to $SETIMR. A 
status code is returned. 

The channel number is used as an index into the global blockvcctor channel, defined in the 
"C1IA0S.BJ2" file. Since HUSS-32 does not allow the field definitions to he global, they should 
be copied into any program that needs to look inside the channel blockvcctor. The most useful 
fields are 

chan_state One of ihe state codes defined below. 

Ghan_.sta._txw The window «;i/.e in the transmit direction. 

chan._sta_.rxvy The window si/c in the receive direction. 

r:han..sta...txwd The number of packet slots available in the tunsmit window. 

chan. cia txetv The ru imb-a* of input p u k- : ls available. 
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The states arc as follows; 
conn_st„closed (0) Connection closed by a CLS packet. 



conn_st„rfcrcv(1) 
conn_st__rfcsnt(2) 
conn_st„open (3) 
conn_st_Jos(4) 
conn_st_Jricom (5) 
conn_st_new (6) 
conn_st_lsn (7) 
conn_st Jull (%O'400') 



RFC received by listening connection. 

RFC sent, no response yet. 

Connection open. 

Connection broken by a [.OS packet. 

Incomplete transmission (no response from foreign host). 

Connection newly allocated. 

Listening for an incoming RFC. 

This bit is set when the transmit window is full. Usually, the 
remainder of the suite will be conn_st_opGn. 
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12. The Unix Implementation 

The Unix implementation of Chaosnct works on both pdp.ll Unix and VAX Unix. 

The network may be accessed in four different ways. A Chaosnct stream connection may be 
opened to a host and a contact name, and then standard Unix I/O may be done over the 
connection. A Chaosnct connection may be accessed at the packet level (however, this is not yet 
implemented). A Chaosnct stream connection may be made into a Unix tty; this is how the 
TELNET server works. A subtree of one Unix host's file system may be mapped into another 
Unix host's file system, with the intermediate Chaosnet invisible to programs operating* on the 
remote files. 

You get access to Chaosnet by opening a file pathname which includes a special file whose 
major device is Chaosnct. The minor device number of that special file, together with its name 
and any additional pathname components after it, are used to determine the host, RFC contact 
name, and RFC arguments. Remote file access is implemented by special files which map into 
the desired host with contact name ftpread or ftpwrite. "J 'he remaining pathname after the special 
file is passed along and used as a pathname on the remote host. 

The 8-bit Unix minor-device number is divided up into several fields which control details of 
what happens when you open a Chaosnct special file. The current division is as follows: 

bits 6-3 Host specifier. Small numbers are indices in a site-dependent table of hosts which are 
particularly useful to connect to. This is used primarily for die remote file-system 
facility. Otherwise this is one of: 

015 'The host number (in decimal) is read from the name of the special file. 

016 The host number (in decimal) is read from the next pathname component 
after the special file. 

017 Activates one of a number of special features selected by bits 2-0. See below. 

bits 2-0 If the host specifier is not 017, this is a contact name specifier. Small numbers arc 
indices in a sitc-dcpcndcnt table of useful contact names. This is used primarily for 
the remote file system facility. Otherwise this is one of: 

6 Read the contact name from the name of the special file. 

7 Use the rest of the pathname, after the special file, as the contact name and 
RFC arguments. 

When both the host number and the contact name are read from the pathname, the 
host number is read first. Any character other than the digits through 9 serves to 
separate them. 

If (he host specifier is 017, this is instead one of the following: 

Pick up unmatched incoming RFCs. Only one process at a time, per system, 
may open tins device, i he ioctl operation ohioemoxt (see below) is used 
v.iih this device. 

1 Ici.-M mode. The r-a { ,f ihs o.ifimame, .P; (T H. : *poua! DU\ is !lv conuel 
name leaned to. Mas wili wet until an Hie.' (onu.'s in !u (hat paten. ime, A 
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typical pathname would be "/dev/chlisten/myprotocol". 

2 Listen-error mode. Same as above, but if there is no pending RFC to the 
contact name, this will return an error rather than waiting for one. 

3 Packet mode. This is not implemented yet. 

bit 7 Specifics that this Chaosnet connection should be wired to a tty. 

When a Chaosnet connection is wired to a Unix tty, input data from Chaosnet appear 
as keyboard input characters on that tty. Output typed on the tty goes out on 
Chaosnet as data. When the tty is hung up (logged out), the Chaosnet connection 
will be closed. I/O operations done to the Chaosnet channel will be done to the tty 
instead, except for the special ioctl operations given below. 

When a connection has been opened, the normal Unix I/O operations may be done on it. 8- 
bit bytes in standard data packets (opcode 200) are used. If the Chaosnet connection is not open, 
the I/O operations will return an error. When the close operation is performed, if the Chaosnet 
connection is open the standard EOF protocol will be followed (see section 4.4, page 24). 

The following operations are supported for the ioctl system call: 

fionread Returns the total number of data bytes in the available input packets. This is the 

number of bytes which can be read without waiting. 

chiocflush Forces out buffered output. Normally stream output is held until a packet is filled 
up or 2 seconds have elapsed. 

chiocrread Returns data from the RFC packet. This is only valid on a connection which was 
created by listening and which has not yet been read from. The source host (2 
bytes) is returned, followed by a null-terminated character string which is the 
contact name and any following arguments. 

chiocrnoxt This is only valid on the unmatched-RFC connection, and is the only ioctl 
operation valid on it. This waits until an unmatched RFC is present, and then 
returns its contact-name and arguments as a null-terminated string. The system 
unmatched-RFC process uses this to start up server processes as RFCs come in. 
(Currently this mechanism is used only for the remote file-system servers.) 

chioctty If the Chaosnet. connection is open, and is not already wired to a tty, this creates 

a new Unix tty and wires it to the connection. 
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